AWARD/CONTRACT Under DPA

1. ThisContract Is A Rated Order

Rating poag Page 1 Of 37

>

S (15 CFR 700)

2. Contract (Proc. Inst. Ident) No.
WB6HZV- 04- C- 0084

3. Effective Date

4. Requisition/Pur chase Request/Pr oject No.

2003DECO1 SEE SCHEDULE

5. I'ssued By

TACOM WARREN BLDG 231
ANMSTA- LC- CHAC

MARI LYN EUSEARY (586) 574- 6359
WARREN, M CHI GAN 48397- 5000

HTTP: / / CONTRACTI NG. TACOM ARMY. M L

Code | wp6HZV

6. Administered By (If Other Than Item 5)
DCVA  CHI CAGO

1523 WEST CENTRAL ROAD

BLDG 203

ARLI NGTON HEI GHTS

Code | s1403A

I'L 60004-2451

e-mail address:  EUSEARYM@ACOM ARMY. M L SCD B PAS NONE ADP PT HQ339
7. Name And Address Of Contractor (No. Street, City, County, State, And Zip Code) 8. Delivery

UTILITY TOOL AND BODY CO., |NC. FOB Origin || Other (See Below)

151 E 16TH STREET 9. Discount For Prompt Payment

CLI NTONVI LLE, W. 54929 Net 30 Days Pty

TYPE BUSI NESS: Ot her Snall Business Performing in US.

10. Submit Invoices
(4 Copies Unless Otherwise Specified)

Item
12

>

Code 02686 | Facility Code To The Address Shown In:
11. Ship To/Mark For Code 12. Payment Will Be Made By Code |HQ339
SEE SCHEDULE I— DFAS - COLUMBUS CENTER I—I

DFAS- CO' WEST ENTI TLEMENT OPERATI ONS
P. 0. BOX 182381
COLUMBUS, COH 43218-2381

13. Authority For Using Other Than Full And Open Competition:

14. Accounting And Appropriation Data

[J 10u.S.C. 2304(c)( ) [ 41u.sc.253(c) ) ACRN: AA 97  X4930ACOD 6D 26KB  S20113 W6HZV
15A. Item No. 15B. Schedule Of Supplies/Services 15C. Quantity 15D. Unit 15E. Unit Price 15F. Amount
SEE SCHEDULE CONTRACT TYPE: KI ND OF CONTRACT:
Fi rm Fi xed-Price Supply Contracts and Priced O ders
Contract Expiration Date: 2004FEB20 15G. Total Amount Of Contract » | $110, 847. 48
16. Table Of Contents
(X) | Section | Description | Page(s) | (X) | Section | Description | Page(s)
Part | - The Schedule Part |l - Contract Clauses

X A Solicitation/Contract Form 1 X [ | Contract Clauses | 20

X B Suppliesor Servicesand Prices/Costs Part |11 - List Of Documents, Exhibits, And Other Attachments

X [e Description/Specs./Work Statement x| J | List of Attachments [ 37

X D Packaging and Marking 10 Part 1V - Representations And I nstructions

X E Inspection and Acceptance 12 K Representations, Certifications, and

X F Deliveries or Performance 20 Other Statements of Offerors

X G Contract Administration Data 25 L Instrs., Conds., and Noticesto Offerors

X H Special Contract Requirements 26 M Evaluation Factorsfor Award

Contracting Officer Will Complete Item 17 Or 18 As Applicable

17. [] Contractor’s Negotiated Agreement  (Contractor is
required to sign this document and return copiesto
issuing office)) Contractor agreesto furnish and deliver all items
or perform all the services set forth or otherwise identified above
and on any continuation sheetsfor the consideration stated herein.
Therights and obligations of the partiesto this contract shall be
subject to and gover ned by the following documents: (a) this
awar d/contr act, (b) the solicitation, if any, and (c) such provisions,
representations, certifications, and specifications, as are attached
or incorporated by reference herein. (Attachmentsare listed
herein.)

18. [X] Award (Contractor isnot required to sign this document.) Your offer on
Solicitation Number DAAEO703Q65361 including the additions or
changes made by you which additions or changes ar e set forth in full above, is
hereby accepted asto the itemslisted above and on any continuation sheets. This
award consummates the contract which consists of the following documents: (a)
the Government’s solicitation and your offer, and (b) this award/contract. No
further contractual document is necessary.

19A. Name And Title Of Signer (Type Or Print)

20A. Name Of Contracting Officer
MARI E T. GAPI NSKI

GAPI NSKM@arACOM ARMY. M L (586) 574- 5333

19B. Name of Contractor 19c. Date Signed

By
(Signature of person authorized to sign)

20B. United States Of America 20C. Date Signed

/ Sl GNEDY 2003DECO1

(Signature of Contracting Officer)

By

NSN 7540-01-152-8069
PREVIOUS EDITIONSUNUSABLE

GPO : 1985 0—-478-632

25-106 Standard Form 26 (Rev. 4-85)
Prescribed By GSA-FAR (4.8 CFR) 53.214(a)
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CONTINUATION SHEET

PIIN/SIIN VB6HZV- 04- C- 0084 MOD/AMD

Name of Offeror or Contractor: uTi LI TY TOOL AND BODY CO., | NC.

SECTI ON A - SUPPLEMENTAL | NFORVATI ON

Regul atory Cite Title Dat e
Al 52.214- 4003 ALL OR NONE MAR/ 1998
(TACOV

Ofers in response to this solicitation nmust be submitted for the total quantity of the items identified in the solicitation.
(1) ONLY ONE AWARD W LL BE MADE AS A RESULT OF THI S SOLI CI TATI ON.
(2) OFFERS SUBM TTED FOR LESS THAN THE TOTAL QUANTI TIES OF ALL THE I TEMS IN THI S SOLI Cl TATI ON W LL BE DEEMED NONRESPONSI VE.

[End of O ause]

12461890

*** END OF NARRATIVE A 001 ***
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PIIN/SIIN W6HZV- 04- C- 0084 MOD/AMD
Name of Offeror or Contractor: uTILITY TOOL AND BODY CO., |NC.
ITEM NO SUPPLIES/SERVICES QUANTITY |UNIT| UNIT PRICE AMOUNT
SECTION B - SUPPLI ES OR SERVI CES AND PRI CES/ COSTS

0001 NSN: 2530- 00- 741- 1020
FSCM 19207
PART NR 7411020
SECURI TY CLASS: Uncl assified

0001AA PRODUCTI ON_ QUANTI TY 804 EA |$ 137. 87000 |$ 110, 847. 48

NOUN: CHAMBER, Al R BRAKE
PRON: EH387153EH PRON AMD: 01
AVMS CD: 060011

Packagi ng and Marki ng

PACKAG NG PACKI NG SPECI FI CATI ONS:
SEE PACKAG NG REQUI REMENT SHEET

LEVEL PRESERVATION: Mlitary

LEVEL PACKING A

| nspection
| NSPECTI ON:
ACCEPTANCE:

and Accept ance

Oigin

Deliveries or Perfornmance
DOC SUPPL

REL_CD M LSTRI P ADDR _ SIG CD

ACRN:  AA

Certificate of Conformance

MARK FOR TP _CD

001 Wh6HZV32320548 We5GLU J
DEL REL CD QUANTI TY.

DAYS AFTER AWARD

2

001 804

FOB PO NT: Origin

SH P TO FRElI GHT_ADDRESS
(W25GLY) XU TRANSPORTATI ON OFFI CER

DDSP NEW CUMBERLAND FACI LI TY

BUI LDI NG M SSI ON DOOR 113
NEW CUVMBERLAND

0150

PA 17070-5001

134
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PIIN/SIIN W6HZV- 04- C- 0084 MOD/AMD
Name of Offeror or Contractor: uTILITY TOOL AND BODY CO., |NC.
ITEM NO SUPPLIES/SERVICES QUANTITY |UNIT| UNIT PRICE AMOUNT
0002 FSCM 19207
PART NR 7411020
SECURI TY CLASS: Uncl assified
0002AA UNEXERCI SED OPTI ON CLI N 1608 EA |$ 137. 87000 221, 694. 96

OPTI ON QUANTI TY, PURSUANT TO SECTI ON | CLAUSE
ENTI TLED OPTI ON FOR | NCREASED QUANTI TY- - -
SEPARATELY PRI CED LI NE | TEM

The quantity stated for the option CLIN DOES
NOT Form a part of the basic contractual
quantity. Part or all of it may, however,
be added to the contract by exercise of the
option clause, at the discretion of the
Gover nnent .

The failure of the offeror to insert a unit
price applicable to the option quantity shall
nean that the offeror will supply all or any
part of the option, if exercised by the
Covernnent, at the basic contract unit price,
and the offer will be evaluated for award
accordingly.

(End of narrative B001)

Packagi ng and Marki ng

PACKAG NG PACKI NG SPECI FI CATI ONS:
SEE PACKAG NG REQUI REMENT SHEET

LEVEL PRESERVATION: Mlitary

LEVEL PACKING A

| nspection and Acceptance
I NSPECTION: Origin ACCEPTANCE: Origin

Deliveries or Performance
DCOC SUPPL
REL CD M LSTRI P ADDR SIGCD MARK FOR TP CD
001
DEL REL CD QUANTI TY DEL DATE
001 1,608 UNDEFI NI TI ZED

FOB POINT: Origin

SH P TO. PARCEL POST ADDRESS

('YO0000) SHI PPI NG | NSTRUCTI ONS FOR CONSI GNEE
(SH P-TO WLL BE FURNI SHED PRI OR
TO THE SCHEDULED DELI VERY DATE FOR
| TEM5 REQUI RED UNDER THI S




Refer ence No. of Document Being Continued Page 5 of 37
CONTINUATION SHEET PIIN/SI [N VEGHZV- 04- C- 0084 MOD/AMD
Name of Offeror or Contractor: uTi LI TY TOOL AND BODY CO., |NC.
ITEM NO SUPPLIES/SERVICES QUANTITY |UNIT| UNIT PRICE AMOUNT

REQUI SI TI ON.
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CONTINUATION SHEET
PIIN/SIIN Wb6HZV- 04- C- 0084 MOD/AMD

Name of Offeror or Contractor: uTi LI TY TOOL AND BODY CO., | NC.

SECTI ON C - DESCRI PTI OV SPECI FI CATI ONS/ WORK STATEMENT

Regul atory Cite Title Dat e
C1 52.211-4015 CONFI GURATI ON CONTROL - ENG NEERI NG CHANGES JUL/ 2002
(TACOV

(a) DEFI NI TI ONS:

(1) Engineering Change Proposal (ECP). An ECP is a suggestion that we (the Governnment) pernanently change sone requirenent
of the Technical Data Package (TDP). ECPs can be issued before or during contract performance. NOTE: The current Governnent Standard
allows us ninety days to process routine ECPs. |If you (the contractor) need a response in |less than ninety days to neet contract
requi renents, you shoul d consider subnmitting a deviation along with your ECP.

(2) Request for Deviation (RFD). A RFD is a one-tinme request to deviate from TDP requirenments. You nmust submt your
devi ation request once you realize that you desire to deviate fromthe TDP requirenments. You can request a deviation for a specific
nunber of parts or the entire contract quantity.

(3) Val ue Engineering Change Proposal (VECP). A proposal that --

(i) Requires a change to the instant contract; and

(ii) Results in reducing the overall projected cost to the agency without inpairing essential functions or
characteristics; provided, that it does not involve a change --

(A In deliverable end itemquantities only;

(B) In research and devel opment (R&D) end itenms or R& test quantities that is due solely to results
of previous testing under this contract; or

(C© To the contract type only.
(4) Notice of Revision (NOR). A NOR describes the proposed changes to a technical docunment being requested by an ECP.

(b) When will TACOM start processing change requests? TACOMwon't start processing any ECP, VECP, or RFD until we receive the
ACO s comments (see paragraph (e) below) and the ECP, VECP, or RFD docunentati on.

(c) Contractor Responsibility. ECPs, VECPs, and RFD shall contain infornmation per the instructions outlined on the Data Delivery
Descriptions (DDDs) which can be found at the following website: http://contracting.tacomarny.nl/engr/engrchange.htm Forns for
preparing an ECP, VECP, or a RFD can also be found at this website. You nay use other nedia, as long as you give us all the information
outlined in the DDDs.

(1) Identify the two-digit Wapon System Code (WSC) on your submittal. The WSC for this procurenent is P2.
(2) The Contractor shall submt ECPs/VECPs/RFDs to the Government electronically. You nust use one of the follow ng
el ectronic nmediums: 100 negabyte Zip*-disk, 3 1/2 inch disk, 650 negabyte CD ROM or E-mmil. (E-mail files nmust be sized 3.5 nmb or

less.) ldentify the software application, and version, that you used to create each file submtted.

(3) ECPs/VECPs/ RFDs submitted in paper formare unacceptable and will be returned. You nmust use one of the follow ng
el ectronic fornats:

(i) Files readable using these Mcrosoft 97 Office Products: Wrd, Excel, PowerPoint, or Access. Spreadsheets nust be
sent in a file format that includes all formulae, macro and format information. Print inmage is not acceptable.

(ii) Files in Adobe PDF (Portable Docunent Format).

(iii) Files in HTM. (Hypertext Markup Language). HTM. docunments must not contain active links to live Internet sites or
pages. Al linked information nmust be contained within your electronic ECPs/VECPs/ RFDs and be accessible offline.

(iv) Oher electronic formats. Before preparing your ECPs, VECPs or RFDs in any other electronic format, please e-nmail
the engi neer, copy-furnished to the buyer and ACO to obtain a decision as to the format's acceptability. Failure to e-mail the
engineer to seek an alternate format's acceptability may result in rejection of your subm ssion. Al alternate nmethods nust be at no
cost to the Government. NOTE: The above formats may be subnmitted in conpressed formusing self-extracting files.

(d) Submittal Procedures for ECPs/VECPs/ RFDs.
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Name of Offeror or Contractor: uTi LI TY TOOL AND BODY CO., | NC.

(1) Send one copy of the ECP, VECP or RFD in electronic format to your ACO
(2) Send one copy of the ECP, VECP or RFD in electronic format to the buyer listed on the solicitation/ contract docunent.

WARNI NG - Subnit conplete, legible, virus free packages per paragraphs 1 and 2 above, or we may return your ECP/VECP/ RFD wi t hout
processing them

(e) ACO Responsibility. Wthin ten working days fromthe day you receive the contractor's request, the ACO nust prepare Conments
on the ECP, VECP, or RFD in electronic format, and forward it as follows:

ECPs, VECPs, and RFDs. Enmil a copy of the contractor's request and ACO comments (DD Form 1998) to the engineer (-2-) and the buyer
identified in block 7 of the solicitation cover sheet (SF 33), block 5 on the Standard Form 26, or block 6 on the DD Form 1155.

(f) Approval of ECPs, VECPs and RFDs.
(1) ECPs should be used to make permanent changes in the Government Technical Data Package (TDP). Contractual relief should
be requested using a Request for Deviation. This is because the CGovernment requires nore tinme to anal yze any proposal to permanently
change the specification or TDP. Cost saving inprovenents to the TDP should be submitted as a VECP, if a VE clause is contained in the

contract.

(2) ECPs. TACOM will review and make a decision within the ninety day tinefrane. Notification of our decision will be made
by the contracting officer or representative.

(3) RFDs. Decision on RFDs will be nade within 30 days fromthe date we receive themfromthe ACO

(g) Processing Emergency and Urgent ECPs. Odinarily, ECPs subnmitted by the contractor will be deened routine. |f you submt an
ECP that you consider to be an enmergency or urgent (as defined in paragraph 11 of DDD for ECPs), you nust inmediately notify the PCO
TACOM wi || review the criticality of the ECP, and, if we determine that it is urgent or critical, we'll follow the appropriate

processing time-frames as outlined in paragraph 11 of the DDD for ECPs.

(h) Renminder - Only the PCO can change the Contract. NO OTHER GOVERNVENT REPRESENTATI VE is authorized to make a comm tnent for,
or bind the Governnent.

(i) RFDs shall contain sufficient pricing data to determine if a downward equitable adjustnent to the contract is required.
(j) Questions.

(1) Questions about preparation and submttal of change request should be directed to the Government Quality Assurance
Representative (QAR).

(2) Questions about the status of change requests you' ve already submtted, contact the buyer. You can find the buyer's nane,
nunber and e-nmil address in block 7 of the solicitation cover sheet (SF 33), block 5 on the Standard Form 26, or block 6 on the DD Form
1155.

[End of d ause]

G2 52.211- 4053 REQUI RED TAI LORI NG LANGUAGE TO ELI M NATE CLASS | OZONE- DEPLETI NG MAR/ 2000
(TACOM SUBSTANCES ( Cl CDS)

(a) The purchase description or Technical Data Package (TDP) for this contract incorporates one or nore specifications or
standards that, in their unnodified form either authorize or require the use of Cass | Ozone-Depleting Substances (CICDS). For
purposes of your performance on this contract, those specifications (which are identified in paragraph (b) of this clause) are nodified
by special tailoring | anguage which appears in the TACOM Acqui sition Center's web-site. Directions for reaching our web-site and
locating the required tailoring | anguage appear in paragraph (c) of this clause.

(b) Tailoring | anguage to elinminate the authorization or requirement to use Class | Ozone-Depl eti ng Substances (ClODS) is hereby
incorporated into this contract by reference. Packaging Specifications ML-L-61002 and M L-STD-129, where they apply, are affected by
this tailoring | anguage. Qher specifications and standards affected are: ML-C 53072 & M L-STD- 889

(c) The CIODS listing that contains the required tailoring | anguage is on the TACOM Acqui sition Center web-site, which you can
reach by using this URL: http://contracting.tacomarny.ml/ciods.htm

[End of d ause]
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Name of Offeror or Contractor: uTi LI TY TOOL AND BODY CO., | NC.

C3 52. 246- 4053 USE OF M L-STD 1916 JAN 2001
(TACOM
The Governnent will not accept |ots whose sanples subnitted for acceptance contain nonconfornmances unl ess appropriately docunented
and approved by the contracting officer. The contractor shall use ML-STD 1916, DCD Preferred Methods of Acceptance of Product. The
Verification Level (VL) shall be VL IV for major characteristics and VL Il for minor characteristics. M L-HDBK-1916 provides gui dance

on the use of ML-STD 1916. This handbook is not contractually binding.
[End of d ause]
C 4 52.211- 4008 DRAW NG LI M TATI ONS NOvV/ 2002
(TACOV

(a) The drawings supplied with this contract are not shop or process drawings. They are engineering design drawi ngs. They are
adequate to permt manufacture, and:

(1) depict the conpleted (iten(s), and
(2) serve as the basis for inspection of the conpleted iten(s).
(b) These drawi ngs DON T cover internmedi ate draw ngs/specifications or steps in the manufacturing process. As a result, even if
you neet all the dinmensions and tol erances specified in the engineering design drawing for each individual part, a cunulative

unacceptable fit for the contract itemcould result.

(c) YOU ARE RESPONSI BLE for producing the shop or process draw ngs needed to cover internediate steps in the manufacturing
process.

(d) The Contractor agrees that he has obtained all specifications and draw ngs necessary to manufacture the itenms being solicited
in accordance with the TDP including all incorporated specifications and drawings. The contractor is responsible for having all
drawi ngs and specifications. Delivery delays are not excusable where the contractor asserts that it did not have a specification or
drawi ng and has failed to request, in witing, the specification fromeither the Contracting Oficer or Contract Specialist prior to the
solicitation closing date.

(e) If you fail to produce an end itemw th a cunulative fit that conforns to Governnent draw ngs, specifications or other
suppl emental manuf acturing docunmentation, you'll be responsible for correcting this condition at no additional cost to the Governnent
and no delivery schedul e extension.

[End of d ause]

c5 52.211- 4010 ACQUI SI TI ON OF MANUFACTURER S PART NUMBER: COVPONENTS FEB/ 1998
(TACOM

One or nore of the drawings for part of the contract itemset forth in the Schedule and in the Technical Data Package specify
manuf acturer's part nunbers. Since conplete Governnment technical data for such part or parts are not available, it is understood that
the Contractor, by accepting this contract, agrees to furnish only the listed manufacturer's part nunber(s) for those conponents of the
contract item except as provided in the provision entitled NOTI CE REGARDI NG " SOURCE- CONTROLLED" COMPONENTS. (See Section L.) It is
further understood and agreed that references to manufacturer's part nunbers herein shall be deened to include all changes or revisions
thereto which the approved nanufacturer has made effective as of the first date of delivery of any of the items under this contract;
provided, that no change or revision that affects the interchangeability (ability to be interchanged with previous parts and to match
with all mating parts when assenbled) of the listed manufacturer's part shall be incorporated into the contract itemw thout the prior
witten approval of the Procuring Contracting O ficer.

[End of O ause]

c6 52.211- 4021 VIELDI NG SYMBOLS - CLARI FI CATI ON OF GROOVE WELDI NG SYMBOL APR/ 1995
(TACOM

You nust interpret welding synbols in accordance with AWS A2. 4, except in the case of groove welds. In the case of groove welds, if
the drawi ng doesn't specify an effective throat and/or weld size, interpret the dinension to the left of the groove welding synbol to
mean both depth of preparation and effective throat/weld size.
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Name of Offeror or Contractor: uTi LI TY TOOL AND BODY CO., | NC.

[End of O ause]
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Name of Offeror or Contractor: uTi LI TY TOOL AND BODY CO., | NC.

SECTI ON D - PACKAG NG AND MARKI NG

Regul atory Cite Title Dat e
D1 52.211- 4515 PACKAG NG REQUI REMENTS ( SPECI AL PACKAG NG | NSTRUCTI ONS) SEP/ 2003
(TACOV

(a) Mlitary preservation, packing, and marking for this contract/order shall be acconplished in accordance with the specific
requirenments identified below, all the applicable requirenments of, ML-STD 2073-1, Revision D, Dated 15 Dec 1999 and Notice 1, dated 10
May 2002, and the Special Packaging Instruction, see bel ow

(1) LEVEL OF PRESERVATION: Mlitary
(2) LEVEL OF PACKING B
QUANTI TY PER UNI'T PACKAGE: 001

(4) SPECI AL PACKAG NG | NSTRUCTI ON NUMBER. NONE
a. REVISION  -4-
b. DATE OF REVISION  -5-

(b) Unitization: Shipnments of identical items going to the same destination shall be palletized if they have a total cubic
di spl acenent of 50 cubic feet or nore unless skids or other forklift handling features are included on the containers. Pallet |oads nust
be stable, and to the greatest extent possible, provide a level top for ease of stacking. A palletized |oad shall be of a size to allow
for placenent of two |oads high and wide in a conveyance. The weight capacity of the pallet nust be adequate for the |load. The
preferred commerci al expendable pallet is a 40 x 48 inch, 4-way entry pallet although variations nay be permtted as dictated by the
characteristics of the items being unitized. The load shall be contained in a manner that will permt safe handling during shipnment and
storage

(c) Marking:

(1) In addition to any special narkings called out on the SPI, all unit packages, internediate packs, exterior shipping
containers, and, as applicable, unitized |oads shall be marked in accordance with ML-STD 129, Revision P, Dated 15 Dec 2002, including
bar coding. The contractor is responsible for application of special markings as discussed in the Mlitary Standard regardl ess of
whet her specified in the contract/order or not. Special markings include, but are not linmted to, Shelf-life markings, structural
mar ki ngs, and transportation special handling markings. The marking of pilferable and sensitive materiel will not identify the nature
of the nateriel.

(2) Contractors and vendors shall apply identification and address markings with bar codes in accordance with this standard.
For shipments noving to overseas |ocations and for nobile deployable units, the in-the-clear address nust also include the host country
geogr aphi c address and the APQ FPO address. A Mlitary Shipnment Label (MSL) is required for all shipments except contractor to
contractor. The MSL will include both Iinear and 2D bar codes per the standard. DVD shipnment docunentation nust also be marked with
addi tional bar codes. The DD Form 250 or the commercial packing list shall have additional issue/receipt bar coding applied as per
Direct Vendor Delivery Shipments in the standard (except for deliveries to DLA Distribution Depots, e.g. New Cunberland, San Joaquin,
Red River, Anniston). . Packing lists are required in accordance with the Standard, see paragraph 5.3.

(3) Contractor to contractor shiprments shall have the address markings applied to the identification marked side of the
exterior shipping container or to the unitized |oad markings. The follow ng shall be marked "FROM nane and address of consignor and TO
nane and address of consignee".

(4) Mlitary Shipping Label: : Mlitary Shipnment Label s(MSLs) may be created using comercially avail able programs. These
commerci al programs can generate a M L-STD- 129 and Defense Transportati on Regul ation conpliant MSLs and package | abels. For exanple,
the EasyForm MSL at <http://www. easysoftcorp.conf products/ Software/ MSL. html >. Insure that the ship to and mark for in-the-clear
delivery address is conplete including:consignees nane, organization, departnment nanme, office, building, room street address, city,
state, country code, & DODAAC.

(d) Heat Treatnment and Marking of Wod Packaging Materials: Boxes/pallets and any wood used as inner packagi ng nade of non-
manuf actured wood shall be heat-treated. All non-nanufactured wood used in packaging shall be heat treated to a core tenperature of 56
degrees Celsius for a mninumof 30 mnutes. The box/pallet manufacturer and the manufacturer of wood used as inner packaging shall be
affiliated with an inspection agency accredited by the board of review of the American Lunber Standard Conmittee. The box/pall et
manuf acturer and the manufacturer of wood used as inner packaging shall ensure traceability to the original source of heat treatnent.
Each box/pallet shall be marked to show the conformance to the International Plant Protection Convention Standard. The quality mark
shall be placed on both ends of the outer packagi ng, between the end cleats or end battens; on two sides of the pallet. Foreign
manuf acturers shall have the heat treatnment of non-manufactured wood products verified in accordance with their National Plant
Protecti on Organi zations conpliance program
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Name of Offeror or Contractor: uTi LI TY TOOL AND BODY CO., | NC.

(e) Hazardous Material s(As applicable):
(1) Hazardous Materials is defined as a substance, or waste which has been determined by the Secretary of Transportation to
be capabl e of posing an unreasonable risk to health, safety, and property when transported in conmerce and which has been so
designated. (This includes all itens |listed as hazardous in Titles 29, 40 and 49 CFR and ot her applicable nodal regulations
effective at the time of shipnent.)
(2) Unl ess otherw se specified, packaging and marking for hazardous material shall conply with the requirenments herein for the
node of transport and the applicabl e performance packagi ng contained in the follow ng docunents:
International Air Transport Association (|IATA) Dangerous Goods Regul ations
International Maritinme Dangerous Goods Code (I NMDG
Code of Federal Regulations (CFR) Title 29, Title 40 and Title 49
Joi nt Service Regul ati on AFJMAN24- 204/ TM38- 250/ NAVSUPPUB 505/ MCO
P4030. 19/ DLAM 4145.3 (for mlitary air shipnents).
(3) If the shipment originates fromoutside the continental United States, the shipnment shall be prepared in accordance with
the United Nations Recommendations on the Transport of Dangerous Goods in a manner acceptable to the Conpetent Authority of
the nation of origin and in accordance with regulations of all applicable carriers.
A Product Material Safety Data Sheets (MSDS) is required to be included with every unit pack and internedi ate container and shall be
included with the packing list inside the seal ed pouch attached to the outside of the package.

(f) This SPI has been validated and the nethod of preservation/packing has proven successful in neeting the needs of the mlitary
distribution system including indeterm nate storage and shi pment throughout the world. Special instructions and/or tailoring of the
SPI is detailed in the Supplenmental |nstructions below. A prototype package is required to validate the sizes and fit requirenents of
the SPI. Mnor dinensional and size changes are acceptabl e provided contractor provides the PCO and ACO with notification 60 days prior
to delivery. Any design changes or changes in the method of preservation that provide a cost savings w thout degrading the method of
preservation or packing or affecting the serviceability of the itemw |l be considered and responded to within 10 days of submission to
PCO and ACO. Government reserves the right to require testing to validate alternate industrial preservation nethods, materials,
al ternate bl ocking, bracing, cushioning, and packing.

(f) SUPPLEMEMIAL | NSTRUCTI ONS: - 6-

[End of d ause]
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SECTI ON E - | NSPECTI ON AND ACCEPTANCE

Regul atory Cite Title Dat e
E-1 52.246-2 | NSPECTI ON OF SUPPLI ES- - FI XED- PRI CE AUG 1996
E-2 52.246- 16 RESPONSI BI LI TY FOR SUPPLI ES APR/ 1984
E-3 52.242- 4008 ROUTI NG OF SPECI AL PROCESS APPROVALS AUG 1994
(TACOV

(a) Specification TT-490, which is part of the technical data package for this contract, may require you to get approval fromus
prior to production for one or nore special processes involved in producing this item You are required to get prior approval unless
the specification says otherwi se.

(b) You will prepare the witten procedures as the specification requires. You will then route the procedure through the
Admi nistrative Contracting O ficer (ACO for review and comment. Once you get the procedure back fromthe ACO you will then forward it
to the Procuring Contracting Officer (PCO at TACOM for final approval. The correct address for the PCOis on the face page of this
contract.

(c) You wll cite (i) the contract nunber and (ii) the governing specification or standard on all procedures you submt for
approval .

[End of O ause]

E-4 52. 246- 15 CERTI FI CATE OF CONFORMANCE APR/ 1984

(a) Wen authorized in witing by the cognizant Contract Administration Ofice (CAO, the Contractor shall ship with a Certificate
of Conformance any supplies for which the contract would otherw se require inspection at source. 1In no case shall the Government's
right to inspect supplies under the inspection provisions of this contract be prejudiced. Shipnments of such supplies will not be made
under this contract until use of the Certificate of Conformance has been authorized in witing by the CAO, or inspection or inspection
and acceptance have occurred.

(b) The Contractor's signed certificate shall be attached to or included on the top copy of the inspection or receiving report
distributed to the payment office or attached to the CAO copy when contract admnistration (Block 10 of the DD Form 250) is performed by
the Defense Contract Administration Services. |In addition, a copy of the signed certificate shall also be attached to or entered on
copi es of the inspection or receiving report acconpanying the shipnent.

(c) The Government has the right to reject defective supplies or services within a reasonable time after delivery by witten
notification to the Contractor. The Contractor shall in such event pronptly replace, correct, or repair the rejected supplies or

services at the Contractor's expense.

(d) The certificate shall read as foll ows:

| certify that on (dat e) , the (insert Contractor's nane) furnished the supplies or services called for by Contract
nunber via (Carrier) on (ldentify the bill of |ading or shipping docunment) in accordance with all
applicable requirements. | further certify that the supplies or services are of the quantity specified and conformin all

respects with the contract requirenents, including specifications, draw ngs, preservation, packagi ng, packing, marking
requi renents, and physical itemidentification (part nunber), and are in the quantity shown on this or on the attached
accept ance docunent.

Dat e of Execution:

Si gnature:

Title:

[End of d ause]

E-5 52.211- 4016 CARC PAI NT- PRETREATMENT REQUI REMENTS FOR FERROUS, GALVANI ZED AND AUG 2003
ALUM NUM SURFACES
(a) Ferrous and gal vani zed surfaces shall be cleaned and pretreated with a Type 1 microcrystalline zinc phosphate system per TT-C
490E. Alternate pretreatnment systens for ferrous substances nust neet the performance tests specified in paragraphs 3.5.7, 3.5.8,
4.2.7, and 4.2.8 of TT-C 490E. Corrosion resistance tests will be conducted on a nonthly basis (two test coupons) after the process
has been found to be in conpliance with the (pretreatnment chem cals) manufacturers instructions. Process control tests for this or
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alternative systems nust ensure that the process remains in control and nust be docunmented per | SO 9000 series and approved by TACOM
Testing (corrosion resistance and adhesion) nust be perfornmed on the sane substrate and the sane thickness of priner ninus topcoat used
in production. Unl ess ot herwi se specified, ML-P-53022 and -53030 priners shall be salt spray tested for 336 hours (ASTM B117). All

el ectrocoat prinmers shall be tested for 1000 hours. Test coupons shall be scraped at a 30 degree contact angle (approximte), with a
one inch (approximate) netal blade such as a putty knife, between 24 and 168 hours after renoval fromthe neutral salt spray cabinet for
coupon eval uati on. Any TT-C-490E (Type |) inorganic crystalline pretreatnent is limted to a maxi mum buil d equival ent of 500 ng per
square foot to minimze chipping of the CARC system Al TT-C 490E (Type |) zinc phosphate pretreatnent systems nust be docunented per
1 SO 9000 series and approved by the procuring activity prior to use. The procedure containing all the elenents specified in paragraph
3.2 of TT-C490E shall be submitted to the procuring activity no |l ess than 45 days prior to start of work. Qualification will consist
of verification that the process with its controls can neet the performance requirements in the specification. The perfornmance of zinc

phosphate or any proposed alternate pretreatnment system nmust be denonstrated and approved by the procuring activity. Prior to
production, a Letter of Approval shall be provided by the Contracting Oficer.

Requal i fication of the process shall be required if the process is changed outside the linits defined in the TACOM | etter of system
acceptance (Letter of Approval) provided to the application facility.

Note:  Zinc phosphate systems for gal vani zed surfaces require separate qualification. Hot di pped gal vani zed surfaces are highly prone
to chlorine/chloride contam nation fromthe gal vani zi ng flux process. This contami nant nust be renoved prior to pretreatment for the
coating systemto pass these performance tests. Due to the wide variation in zinc thickness with the hot dip gal vani zi ng process, the
dry filmthickness of the primer will be verified with a Tooke gage or equivalent for the purpose of production and process control.
Prinmer test coupons shall represent both the m ni num and maxi num nomi nal dry filmthickness. The test coupons nust duplicate the
production painting process as closely as possible.

(b) Qualification of pretreatnment systens for zinc gal vani zed substrates shall be perfornmed using Accel erated Corrosion Test
protocol contained in GM 9540P, Method B, rather than salt spray. Test coupons with pretreatnment and prinmer only shall be cured for
seven days, and then scribed through the primer to the substrate. After 40 cycles of test exposure, the test coupons shall be scraped
at a 30 degree contact angle (approximate), with a one inch (approxi mate) netal blade such as a putty knife, both parallel and
perpendi cul ar to the scribe between 24 and 168 hours after renpval fromthe cyclic salt spray chanber for coupon eval uation. There
shall be no nore than 3 mmof red rust creep, blistering, or loss of paint adhesion fromthe scribe line and no nore than 5 blisters in
the field with none greater than 1 mm di anmeter. This test shall be performed at two nmonth intervals (two test coupons) to ensure that
the process remains in control.

(c) Al umi num substrates require a chronate conversion coating per ML-C 5541E (or alternate, see note below), after appropriate
cl eani ng per TT-C 490E. If any other alternate pretreatnent is considered, it nust pass 120 cycles of GW540P, as a scribed Q panel
when coated with the production priner. After conpletion of the cyclic salt environment exposure, the panels shall be scraped as
descri bed above, and shall have no nore than 0.5 nm paint |oss (creep-back) fromthe scribe. In addition, there shall be no nore than
5 blisters in the field with none |arger than 1nm di aneter. After conpletion of the 120 cycle corrosion resistance test eval uation,
each test panel will be subjected to cross hatch tape test (ASTM D3359, m nimumtape adhesion rating of 45 oz. per inch of wdth). The
test pattern shall be 4 lines x 4 lines scribed to the netallic layer at 2mmintervals (approximate) and shall be done no closer than 12
mm from any panel edge or the scribe. Mul tiple head cutters may be used. The renoval of two or nore conpl ete squares of prinmer shall
constitute failure. Any alternate system nust denpnstrate its ability to pass both corrosion and adhesion tests on 5 consecutive days
of production to be considered acceptable. Al'l process steps shall be docunented | AW I SO 9000 series standards and approved by the
procuring activity.

Not e: The only alternative products which have denonstrated their ability to meet these requirenments for 5000 and 6000 series al um num
al | oys are Al odi ne 5200 and Al odi ne 5700.

(d) The use of TT-C-490E Type Ill: Vinyl Wash Primer (DOD P-15328) is prohibited due to its hexaval ent chrom um content and high
VCC | evel . The Arny is committed to mnimzing the use of HAPs and hazardous materials.

[End of O ause]

E-6 52.211- 4016 CARC PAI NT- PRETREATMENT REQUI REMENTS FOR FERROUS AND GALVANI ZED SEP/ 2002
(TACOM SURFACES

(a) Ferrous and gal vani zed surfaces shall be cleaned and pretreated with a Type 1, microcrystalline, zinc phosphate system per TT-
C-490. Alternate pretreatnent systenms for ferrous substances nust neet the performance tests specified in paragraphs 3.5.7, 3.5.8,
4.2.7, and 4.2.8 of TT-C-490. Corrosion resistance tests will be conducted on a nonthly basis (two test coupons) after the process has
been found to be in statistical control. Process control tests for alternative systems nust ensure that the process remains in control
and nmust be documented and approved by TACOM Testing nust be perfornmed on the same substrate and the sane thickness of primer mnus
topcoat used in production. Unless otherw se specified, ML-P-53022 and -53030 priners shall be salt spray tested for 336 hours. All
el ectrocoat prinmers shall be tested for 1000 hours. Test coupons shall be scrapped with a one inch (approximte) netal blade such as a
putty knife between 24 and 168 hours after renopval fromthe neutral salt spray cabinet for coupon evaluation. Any inorganic crystalline
pretreatnent is limted to a maxi mum buil d equival ent of 500 ng. per square foot to mnimze chipping of the CARC system Al TT-C 490,
zinc phosphate pretreatnent systems nust be docunented and approved by the procuring activity prior to use. The procedure contai ning
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all the elements specified in paragraph 3.2 of TT-C 490 shall be subnitted to the procuring activity no | ess than 45 days prior to use.
Qualification will consist of verification that the process with its controls can neet the performance requirenents in the
specification. The performance of alternate systens nust be denpnstrated and approved by the procuring activity. |f the TT-C 490 Type
1 system has not been previously approved by TACOM it nust be docunented and submitted for approval as specified in the specification.
Zi nc phosphate systens for gal vani zed substrates require separate qualification. A list of TACOM approved facilities is avail able at
http://contracting.tacomarny.nil/engr/eng.htm. These facilities are capable of neeting the performance requirenments in the

speci fication.

A list of previously qualified zinc phosphate application facilities is available from TACOM Materials Engineering Team (810) 574-
5083. Requalification of the process will be required if the process is changed outside the limts defined in the TACCM |l etter of system
acceptance provided to the application facility.

(b) Qualification of pretreatnment systens for gal vani zed substrates shall be perforned using Accel erated Corrosion Test protocol
contained in GV 9540P, Method B, rather than salt spray. Test coupons with priner only shall be cured for seven days, and scribed thru
the primer. After 40 cycle test exposure, the test coupons shall be scraped at a 30 degree contact angle (approximate) with a one inch
(approxi mate) netal blade, such as a putty knife, both parallel and perpendicular to the scribe. There shall be no nore than 3 mm of
rust creep (zinc corrosion products), blistering, or |loss of paint adhesion fromthe scribe line and no nore than 5 blisters in the
field with non greater than 1 mm This test shall be performed at two nonth intervals (two test coupons) to ensure that the process is
in control. An alternative test for verifying process control is GM 9511P for 10 cycl es.

(c) Performance tests for process control are highly dependent on the type, thickness, and VOC | evel of the organic coating
(primer) filmand its adhesion to the substrate. Any change to the solvents used in the primer or changing the brand of primer wll
require retesting of the system The test coupons nust duplicate the production painting process as closely as possible. Prinmer test
coupons shall represent both the m ninumand maxi num nominal dry filmthickness. Due to the wide variation in zinc thickness with the
hot di p gal vani zing process, the dry filmthickness of the primer will be verified with a Tooke gage or equivalent for the purpose of
production and process control .

(d) The use of vinyl wash primer (DOD- P-15328) is prohibited due to its hexaval ent chrom um content and hi gh VOC | evel .

[End of d ause]

E-7 52. 211- 4017 ENHANCED CARC REQUI RVENTS FOR HI GH PERFORVANCE SYSTEMS SEP/ 2002
(a) THE FOLLOW NG REQUI REMENTS SUPERSEDE THE PERFORMANCE REQUI REMENTS CONTAINED I N TT-C 490, M L-C 5541 AND M L-C- 53072 RELATIVE TO THE
ADHESI ON AND CORROCSI ON RESI STANCE OF THE CARC SYSTEM

(b) Ferrous and gal vani zed surfaces shall be cleaned and pretreated to provide the follow ng | evel of performance on a repeatable
basis. The cleaning/pretreatnment/control process shall be docunented and submitted to the procuring activity for approval prior to
production. Qualification and process control testing shall be performed on the same substrate used in production. The system under
test shall consist of the pretreatnment and prinmer. There are significant variations in performance due to priner nanufacturer, VOC
content and priner thickness variation. Sufficient testing shall be conducted to achieve a statistical confidence in both the
brand/type of primer used and the dry filmthickness used in production. |If the tolerance of the dry filmthickness exceeds plus or
mnus 1.0 m| then you nmust qualify the extremes of the range separately.

(c) To verify the corrosion resistance, a mininmmof three test panels per test variation no smaller than 4 x 12 inches with the
pretreatnent/prinmer systemas noted above shall be subjected to 1000 hr. of neutral salt spray per ASTM B117 (40 cycles of GV 9540P -
scribed is the preferred alternative) for ferrous substrates or 40 cycles of GM 9540P for gal vani zed surfaces. The test panels shall be
cured for a mnimumof 7 days and vertically scribed through the coating systemto the netallic layer. A mninumof 24 hr. after the
conpletion of the neutral salt spray test or within 5 days after conpletion of the GM 9540P test the scribe shall be scraped at a 30
degree (approximate) contact angle with a 38nm (approxi nate) blunt tipped netal blade such as a putty knife parallel and perpendicul ar
to the scribe. There shall be no nore than 3nm maxi num | oss of paint adhesion or corrosion at any point fromthe scribe line. In
addition, there shall be no nore than 5 blisters in the field with none exceeding 1nmm corrosion in the field shall not exceed Rust
Grade 9 of ASTM D610. The mininumpriner dry filmthickness noted on the test panels which pases the corrosion resistance test shall be
the m ni mumrequirenent for production painted hardware.

(d) To verify long term CARC adhesion, after conpletion of the corrosion resistance test evaluation each test panel wll be
subj ected to cross hatch tape test (mninumtape adhesion rating of 45 oz. per inch of width). The test pattern shall be 4 x 4 scribe
lines to the nmetallic layer at 2mminterval s(approxi mate) and shall be done no closer than 12 mmfrom any edge or the scribe creep.
Mul tiple head cutters are not recormended. Loss of two or nore conplete prinmer squares shall constitute failure.

(e) The contractor nust denpnstrate the ability to pass both tests for the systemto be considered acceptable. This testing shall
be perfornmed on 5 consecutive days of production. |If all test panels are acceptable, the testing can revert to two test panels every
two nonths of production.
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(f) The only systemthat is currently available to achieve this level of performance is a zinc phosphate pretreatnent system per
TT-C- 490 with a high quality primer. Al primers used nust be on the QPL for M L-P-23377, 53022, -53030, or 53084. Not all QPL priners
with the exception of electrocoat prinmers per ML-C 53084 have this |evel of corrosion resistance/paint adhesion, however.

New hi gh performance, "Conbat G ade" Powder Coat Prinmers will also neet this perfornmance requirenent. These prinmers can only be applied
by approved applicators. The Specification controlling both the primers and their application are available upon request from AVSTA- TR
E/ MEPS, (586) 574-5083.

Not e: Hot di pped gal vani zed surfaces are highly prone to chlorine/chloride contam nation fromthe gal vani zing flux process. This
contami nant nust be renoved for the coating systemto pass these performance tests.

(g) For alumnum substrates the required pretreatnent systemis a chromate conversion per ML-C-5541. |f alternative pretreatnent
systens wi sh to be considered, they nust denonstrate their ability to pass when coated with the nom nal production priner (scribed) 120
cycles of GM 9540P. After conpletion of the test, the panels shall be scraped as noted above and shall have no nore than 0.5mm of paint
loss maximumfromthe scribe. |In addition, there shall be no nore than 5 blisters in the field with none larger than 1nm After
conpl etion of the 120 cycle test, the cross hatch scribe test noted above shall be performed. The renoval of one or nore conplete
squares of primer shall constitute failure. The alternate systemnust denonstrate its ability to provide an acceptable product on 5
consecutive days of production to be considered a suitable alternative. The alternative process nust be docunmented and approved by the
procuring activity. Controls nust be established to assure that the process renmins under statistical control. The only alternative
products whi ch have denpnstrated their ability to neet these requirenents for 5000 and 6000 series alum num alloys are Al odine 5200 and
Al odi ne 5700.

(h) Failure to nmeet the corrosion resistance/ adhesion requirenments shall be cause for rejection of all production units
manuf actured during that production interval.

(i) Final Acceptance of the CARC Finish on Production Hardware:
The dry filmthicknesses of the prinmer and topcoat as well as coating adhesion on the fully cured priner/topcoat coating systemare
mandatory requirenments. Variations in the prinmer thickness and curing conditions will dramatically affect recoat w ndows and coating
performance for some prinmers. Manufacturing processes which are unable to control the dry filmthickness to the requirenents contained
in Table V of ML-C 53072 shall be subjected to the 4 x 4 cross hatch scribe test noted above on two production units per lot with tw
tests per unit. One test shall be conducted on a vertical and one on a horizontal surface (relative to the painting process). There
shal | be a maxi numrenpval of one conplete square of priner/topcoat or topcoat only. The pol yurethane CARC topcoat requires
approxi mately 24 days to conpletely cure at 68 Degrees F. To accelerate the curing for purposes of product acceptance, the follow ng
procedure may be followed: Cure at 190-210 degrees F for three hours (this is tine at tenperature and is, therefore, material thickness
dependent) once the topcoat has reached a dry-to-touch condition. This is to be followed by 7 days at 65 degrees F minimum Adhesion
testing shall be performed only on a conpletely cured CARC finish. Contractors which have performed a thorough design of experinents
nmet hodol ogy to evaluate the inpact of paint systemvariables or have processes which neet Table V requirenents can performthe final
accept ance adhesi on test on representative test coupons.

[End of d ause]

E-8 52.211- 4030 BASI C APPLI CATI ON AND TESTI NG REQUI REMENTS FOR CHEM CAL AGENT JAN 2003
(TACOM RESI STANT COATI NGS (CARC) ON METALLI C SURFACES

(a) Scope: The requirenents contained herein apply whenever any or all of the followi ng specifications are cited in the contract:
M L- C 46168, M L-C-53039, M L-PRF-22750, or M L-DTL-64159.

(b) CARC Priners: The preferred CARC prinmer for all applications is cathodic, epoxy electrocoat per ML-C53084. This prinmer can
be directly substituted whenever ML-P-53022 or ML-P-53030 is specified on a drawing or specification. The dry filmthickness table
bel ow contai ns mandatory mini mum and maxi mumdry filmthickness requirenments. Failure of production painted hardware to conply with
these ranges will dranmatically inpact the corrosion resistance and/or chip resistance of the CARC coating system |f the contractor
does not possess the personnel or equiprment to nmeet these mandatory thickness requirenents, then cathodic epoxy el ectrocoat nust be
used. Any part that has rust, heat treat or ml| scale nust be abrasive blasted prior to the application of any coating. Select powder
coat prinmers which have 0.0 VOCs and 0.0 HAPS can al so be used as a direct replacenment for ML-P-53022 and M L-P-53030 priners. These
powder coat prinmers, however, can only be applied by TACOM approved applicators. The qualification and application of these priners is
controlled by "Performance Standard for Conbat G-ade Powder Coat Paint - U'S Arny - TACOM' and is avail able at
http://contracting.tacomarny.nml/engr/eng. htm

(c) CARC Application: The dip application of any coating listed in the table below (with the exception of epoxy el ectrocoat which
is specifically designed for dip application) is prohibited.

(d) End-ItemInspection. After the conplete paint finish has been applied and cured* (See note bel ow), the Contractor shall test
and inspect two units per lot for (i)workmanship, (ii) total paint filmthickness and (iii) paint adhesion. Unless otherw se agreed to
between the Contractor and the cogni zant Governnment quality assurance representative, a lot shall be defined as all units subnmitted for
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final Government acceptance at one time. The use of test panels in lieu of actual production units is prohibited. At final inspection,
the cunul ative total paint filmthickness of pretreatnent, prinmer, and topcoat shall at a mininmumconformto the sum of the mi ninum

thi cknesses for individual elements of the paint finish as specified in Table |I herein. Sufficient |ocations shall be spot-checked to
ensure proper workmanshi p and paint thickness uniformty. The size and configuration of the unit as well as the nunber of vendors
responsible for the paint finish of conponent parts shall be taken into consideration in determning the nunber of |ocations to be
checked. The specific nunber of test |ocations shall be agreed to by the cognizant Government quality assurance representative in
advance. In addition, tw locations on each sanple unit shall be selected conduct the scribe tape test. The test |ocations shall be
routinely varied anong the follow ng:

(1) Directly adjacent to a weld.

(2) On or directly adjacent to a machine cut or sheared edge.

(3) On any nechanically formed surface when |ubricants/draw ng conpounds were used.
(4) On paint touch-up areas.

The precise |location for each scribe tape shall be in an inconspicuous |ocation that has been accepted by the cogni zant Gover nnment
qual ity assurance representative before the test is conducted.

Upon conpl etion of the scribe tape test, the scribe marks shall be feathered into the adjacent area and touched up with the required top
coat so that the tested area again conforms to the applicable mininmmspecified in Table | herein.

*NOTE: The conplete paint finish is defined as the pretreatnment, priner, and topcoat applied to the substrate. Curing of the conplete
paint finish is dependent upon tenperature. humdity, and paint filmthickness. The tinme necessary to achieve sufficient adhesion to
pass the scribe tape test nust be determ ned by each facility. For purposes of this test, curing at anbient tenperature will take 24
days. To accelerate the curing for purposes of product acceptance, the follow ng procedure nay be followed: Cure at 190 to 210 degrees
F. for three hours (this is tine at tenperature and is therefore naterial thickness dependent), followed by 7 days at 65 degrees F.
m ni mum
(e) Test Methods:

(1) FilmThickness. Filmthickness shall be verified with a nondestructive filmgage. The gage shall be suitable for
nmeasurenents over the applicable substrate material and shall have sufficient accuracy to ensure conpliance to the thickness
limtations. The gage shall be capable of being calibrated. |f no other calibration specification or requirenment is identified

el sewhere in this contract, then the gage shall be calibrated in accordance with | SO 10012.

(2) Scribe Tape Test. The follow ng test procedure shall be followed. The test surface shall be sufficiently warmand dry
to ensure adhesion of the tape. Al dinensions cited in this Scribe Tape Test description are approximte:

(a) Scribe four one-inch lines conpletely through the paint finish to the substrate, one sixteenth to three thirty-
seconds of an inch apart.

(b) Scribe four additional one-inch Iines, conpletely through the paint finish, one sixteenth to three thirty-seconds of
an inch apart, rotated 90 degrees with respect to the first set of lines. The resulting pattern shall contain nine squares.

(c) Press a length of A-A-1830, A-A-884, or any conmercially available tape with a m ni mum adhesion rating of 45 oz. per
inch of width firmy over the scribed pattern, rubbing out all air pockets.

(d) Wait ten seconds, minimum Gasp a free end of the tape and at a rapid speed strip it fromthe paint surface by
pul ling the tape back upon itself at 180 degrees.

NOTE: The above two tests are not a substitute for corrosion test such as neutral salt spray or accelerated corrosion tests which
verify coating durability.

(f) Acceptance Criteria:
(1) FilmThickness. Al applicable surfaces shall have conplete paint coverage. A minimmof 75% of the applicable surfaces
of each test unit shall nmeet the minimum cunulative dry filmthickness requirements. Failure of either test unit shall result in
rejection of the production lot that it represents.

DRY FI LM THI CKNESS TABLE

SPECI FI CATI ON DRY FILM TH CKNESS (M | s)
( MANDATORY RANGE)

DOD- P- 15328* 0.3 - 0.5
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M L- PRF- 23377 1.0 - 1.5
M L- P-53022, Type | 1.0 - 2.5
M L- P-53022, Type Il 1.5 - 2.5
M L- P- 53030 1.5 - 2.5
M L- P- 53084 0.8- 1.5
M L- G- 22750 1.3 - 2.5
M L- C- 46168 1.8 M N MM
M L- C- 53039 1.8 M N MM
M L- DTL- 64159 1.0 M N MM

* May not be allowed per contract due to VOC and hexaval ent chrom um content.
(2) Scribe Tape Test (Adhesion). The renpval of two or nore conplete squares of top coat, or top coat-primer-pretreatmnment
coating, fromeither test unit constitutes test failure and the production lot fromwhich it comes is rejected. Renoval of overspray

does not constitute test failure.

NOTI CE: The scribe tape test is designed to detect any mmjor deficiency in the paint application process that would affect the
durability of the CARC finish. Typical causes of failure are:

(a) Inadequate cleaning of the substrate.

(b) Contamination of the surface between coatings.

(c) Excessive paint filmthickness in a single coating application.

(d) Application of a coating over a previous coating which has not been adequately cured.

[End of clause]

E-9 52. 211- 4069 VIELDI NG | NSPECTI ON REQUI REMENTS MAR/ 2001
(TACOM

(a) |INSPECTION: As the contractor, during performance of this contract you will verify weld quality and workmanship using
qual ified inspectors trained to performthese inspection functions. Acceptable qualification of your inspectors may be based on:

(1) current or previous certification as an AWSs Certified Welding Inspector; or
(2) current or previous certification by the Canadi an Wl di ng Bureau (CWB); or

(3) inspection performed by an engineer or technician who is conpetent in the use of weld inspection techniques and
equi pmrent, on the basis of (i) formal training or (ii) experience, or both, in netals fabrication, inspection, and testing.

(b) NON BALLI STIC VI SUAL | NSPECTION. You will performall non-ballistic visual inspections of weld quality and workmanship for
structural steel in accordance with Section 6 of AWS D1.1-96. For structural alum num you may perform non-ballistic visual inspections

of weld quality and workmanshi p using the guidelines given in ML-STD 370A, dated 21 Sep 93.

(c) BALLISTIC VISUAL I NSPECTION. You will performall ballistic visual inspections in accordance with section 6 of the UDLP/ TACOM
Ground Conbat Vehicle Code--Al umi num dated July 1996. Copies of this document can be obtained by witten request to:

Commander, US Arnmy Tank-autonotive and Armanents Conmand
ATTN. AMSTA-TR-E/ Materials
Warren, M  48397-5000

[End of d ause]
E- 10 52.246- 4019 VI SUAL | NSPECTI ON CRI TERI A FOR STEEL WELDVENTS MAR/ 2001
(TACOV
(a) Application: ML-STD 1261
(b) Scope:

(1) These criteria supplenment paragraph 4.3 of ML-STD 1261 and supersede paragraph 6.3.1.5 of ML-W46086 and paragraph
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5.9.1.5 of ML-STD-1941. AWS A3.0 shall be used to define all other welding terns not defined herein.

(2) The limts established bel ow represent the maxi mum discontinuities allowable for visual inspection of workmanship
speci mens and production steel weldnments. (Note: Workmanship speci mens which require cross-sectioning nust also be evaluated for
subsurface quality; these criteria are not contained herein.) Any discontinuity exceeding this limt is classified as defective and
must be reworked or repaired dependent upon the nature and extent of the discontinuity. Weldnments requiring subsurface weld inspection
shoul d be eval uated in accordance with the acceptance standard specified on the drawing in addition to these requirenents.

(c) Discontinuities:

(1) Cracks - Aweld crack is defined as a linear rupture resulting fromexcessive |localized stress. Cracks can occur in the
wel d netal, fusion zone or heat affected zone.

No cracks are all owed

(2) Porosity - Porosity is defined as a rounded cavity free of solid material resulting fromgas entrapnent during
solidification.

(i) Maxi mum pore size shall be 1/16 inch.
(ii) There shall be no nore than six pores for any twelve inch length of weld. For small weldnments with continuous
wel ds I ess than twelve inches in length, they shall have proportionately fewer pores allowed (exanple: three pores maxi numfor six inch
length of weld).
(3) Overlap - Overlap is defined as a protrusion of weld netal beyond the bond at the toe of the weld.
(i) A radiused tie-in nust exist with the parent netal.

(ii) The overlap condition nust not exceed 10% of the total weld |ength.

(4) Slag Inclusion - Slag inclusion is defined as a non-netallic solid material entrapped in or on the weld netal or between
the weld netal and base netal. This discontinuity is applicable to SMA and FCAW processes.

No slag inclusions are allowed.

(5) Undercut - Undercut is defined as a groove nelted into the base material adjacent to the toe of the weld and left
unfilled by weld netal .

(i) For base materials .25 inch and less in thickness, no undercutting is permtted.
(ii) For base materials greater than .25 inch thickness:

(A) The maxi num depth of undercut shall be 1/32 inch.

(B) The undercut nmust have a width not |ess than tw ce the depth.

(© The length of undercut shall not exceed two inches cumulative in any continuous 24 inch |length
of weld. For continuous welds |less than 24 inches in length, the maxi mum cunul ative |ength
shall be in direct proportion to this limt or one inch, whichever is greater.

(For exanple: for an eight inch continuous |ength of weld, maxi mum cunul ative allowabl e
undercut length is one inch).
(d) Wweld Size:
(1) Fillet Wlds:
(i) Fillet welds shall be nmeasured using fillet weld gages.

(ii) For welds one-fourth inch and |ess, the weld size is the mnimmas specified on the draw ng synbol .

(iii) For fillet welds larger than one-fourth inch, the weld nay be undersize by 1/16 inch for a maxi mumlength of 10% of
the continuous weld | ength.

(2) Goove Wlds:
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No underfill is allowed.
[End of d ause]
E-11 52. 246- 4028 | NSPECTI ON PO NT: ORI G N FEB/ 1994
(TACOW

We will inspect the supplies as described el sewhere in this solicitation/contract before acceptance. Fill-in the | ocation,
contractor's or subcontractor's plant, where origin inspection will occur.

CONTRACTOR' S PLANT:
UTILITY TOOL AND BODY CO., INC

151 E. 16TH STREET
CLI NTONVI LLE, W 54929

(Addr ess) (CGity) (County) (State) (Zip)
SUBCONTRACTOR' S PLANT:
(Nane)
(Addr ess) (CGity) (County) (State) (Zip)
[End of O ause]
E-12 52. 246- 4029 ACCEPTANCE PO NT: ORIG N OCT/ 2002
(TACOM
Ve will

accept these supplies at the address or addresses designated in the Section E clause entitled | NSPECTI ON PO NT.

[End of d ause]
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SECTION F - DELI VERI ES OR PERFORMANCE

Regul atory Cite Title Dat e
F-1 52.211-17 DELI VERY OF EXCESS QUANTI TI ES SEP/ 1989
F-2 52.242-17 GOVERNMENT DELAY OF WORK APR/ 1984
F-3 52.247-29 F.OB. ORIGN JUN 1988
F-4 52.247-58 LOADI NG BLOCKI NG AND BRACI NG OF FREI GHT CAR SHI PMENTS APR/ 1984
F-5 52.247-59 F.OB. ORIG N - CARLOAD AND TRUCKLOAD SHI PMENTS APR/ 1984
F-6 52.242- 4022 DELI VERY SCHEDULE MAY/ 2000

(TACOM

(a) DEFIN TI ONS:
(1) CLIN neans Contract Line Item Nunber, and refers to the contract itens listed in Section B of this docunent.

(2) DAYS neans the nunber of days after the date of contract award when you nust deliver the stated quantity (QrY) of
suppl i es.

(3) DELIVERY is defined as follows:

(i) FOB Oigin - Contractor is required to deliver its shipnment as provided in FAR 52.247-29(a)(1)-(4) by the tinme
specified in the individual contract; or

(ii) FOB Destination - Contractor is required to deliver its shipment as provided in FAR 52.247-34(a)(1)-(2) by the tinme
specified in the individual contract. The contractor nust take into consideration the length of time necessary to deliver its shipnment
to the destination designated in the contract, to ensure that the itemreaches its destination by the time reflected in the contract.

(b) The Government's proposed delivery schedule is:
I'N DAYS QUANTI TY
0001AA 150 804
(c) If the successful offeror is granted a waiver of the First Article Test requirenent, as contained in Section E, the proposed
delivery schedule in the resulting contract shall be accelerated by -2- days, to reflect the removal of leadtine originally included in
the delivery schedule to provide for manufacturing, testing, and approval of the first article.

(d) You can accel erate delivery: AT NO ADDI TI ONAL COST TO THE GOVERNVENT

(e) Proposing an accel erated delivery schedule will not prejudice your offer. However, if you propose a delivery schedul e | onger
than the schedule |isted above, your offer may be determ ned unacceptable for award.

(f) CONTRACTOR S PROPOSED SCHEDULE:

(1) | WLL START DELI VERI ES 150 DAYS AFTER THE AWARD DATE. FIRST ARTICLE TEST IS WAl VED.
(2) | WLL DELIVER A QUANTITY OF 804 UNITS EVERY 30 DAYS, BUT | HAVE THE CAPABI LI TY TO DELI VER UP TO A MAXI MUM OF
UNI TS EVERY 30 DAYS.

[End of C ause]

F-7 52.211- 16 VARI ATI ON | N QUANTI TY APR/ 1984

(a) Awvariation in the quantity of any itemcalled for by this contract will not be accepted unless the variation has been caused
by conditions of |oading, shipping, or packing, or allowances in manufacturing processes, and then only to the extent, if any, specified
in paragraph (b) bel ow.

(b) The permssible variation shall be linmted to:

ZERO percent increase; and
ZERO percent decrease.
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(c) This increase or decrease shall apply to THE TOTAL CONTRACTUAL QUANTI TY.
[End of d ause]

F-8 52.247-60 GUARANTEED SHI PPI NG CHARACTERI STI CS

(a) The offeror is requested to conplete subparagraph (a)(1) of this clause,

packaged separately. This information wll
furnish sufficient data in subparagraph (a)(1) of this clause,
eval uation will
or in the absence thereof, by the Contracting Officer's best estimte of the actual
based on the actual shipping characteristics,
the contract price shall be reduced by an amobunt equal
costs which woul d have been incurred if the eval uated shipping characteristics had been accurate.

DEC/ 1989

for each part or component which is packed or
be used to determ ne transportation costs for eval uation purposes.
to pernit determination by the Governnent of the item shipping costs,

be based on the shipping characteristics submtted by the offeror whose offer produces the highest transportation costs
transportation costs.
exceed the item shipping costs used for eval uation purposes,
to the difference between the transportation costs actually incurred,

If the offeror does not

If the item shipping costs,
the Contractor agrees that
and the

O her (specify) PALLETI ZED ;

x 11 inches (Height) =

(1) To be conpleted by the offeror:

(i) Type of "Quter" container: Wod Box __, Fiber Box _X , Barrel ,
O her (Specify) PALLETI ZED

(ii) Shi ppi ng configuration: Knocked-down ___ , Set-up ____, Nested ____,

(iii) Size of outer container: 15 inches (Length), x 13 inches (Wdth),
Cubi c FT;

(iv) Nunber of items per outer container __1 Each;

(v) Gross wei ght of outer container and contents _ 25 LBS

(vi) Pal | eti zed/ ski dded _X Yes No;

(vii) Nunmber of outer containers per pallet/skid 32,

(viii) Weight of enpty pallet bottoniskid and sides __ 50 _ LBS;

(ix) Si ze of pallet/skid and contents _42 X 42 X 48 LBS Cube _49.0 cu ft

(x) Nunber of outer containers (850 each) or pallets/skids per railcar *
Si ze of railcar N A
Type of railcar N A

(xi) Nunber of outer containers or pallets/skids per trailer __22 *--

Size of trailer _40 FEET LONG

Type of trailer _STD

*Nunber of conplete units (contract line item) to be shipped in carrier's equipnent.

(2) To be conpleted by the Government after evaluation but before contract award:
(i) Rate used in eval uation ;
(ii) Tender/ Tari ff ;
(iii) Item ;

The guarant eed shi pping characteristics requested in subparagraph (a)(1) of this clause do not

establ i sh actual transportation

requirenents, which are specified el sewhere in this solicitation.

purpose of evaluating offers and establishing any liability of the successful

act ual

The guar anteed shi pping characteristics will be used only for the
offeror for increased transportation costs resulting from

shi ppi ng characteristics which differ fromthose used for evaluation in accordance wi th paragraph (a) of this clause.
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[End of FAR C ause]

The following information is provided as guidance in filling out the above clause by paragraph. Note: Disregard asterisk (*) in the
cl ause where it appears.

(a)(1)(i) Type of container (mandatory fill-in):

The type of container is defined as an overpack. This is an outer container usually nmade of steel, wood, or fiber designed to enclose
and protect one or nore less durable inner containers. Wien Cther is selected you nust also conplete (a)(1)(ii) Shipping configuration.

(a)(21)(ii) Shipping configuration:
Conpl ete this informati on when any one di mension of the itemis reduced.

(a)(1)(iii) Size of container (mandatory fill-in):

CQuter dinensions of the overpack or other described shipping configuration. Must be provided in inches. The cube shall be provided in
cubic feet. The cube is defined as the volunme of space occupied by the unit under consideration conputed by multiplying overall exterior
I ength, width, and height.

(a)(1)(iv) Number of items per container (mandatory fill-in):
The nunmber of units of issue in the overpack or in the other described shipping configuration.

(a)(1)(v) Goss weight of container and contents (mandatory fill-in):
The conbi ned mass of the overpack containing the packing nmaterial and the nunber of units of issue supplied in pounds.

(a)(1)(vi) Palletized/ skidded:
Indicate Yes if overpack or other described shipping configuration is attached to pallet or skid to forma unit |load for handling.

(a)(1)(vii) Nunmber of containers per pallet/skid:
Only conplete this if you answered Yes to (a)(1)(vi). Containers are the nunber of overpacks or other described shipping configurations
attached to a pallet or skid base.

(a)(1)(viii) Weight of enpty pallet bottom skid and sides:
Only conplete this if you answered Yes to (a)(1)(vi) or when the weight of the container and contents in (a)(1l)(v) above does not
include this weight.

(a)(1)(ix) Size of pallet/skid and contents:

Only conplete this if you answered Yes to (a)(1)(vi). Indicate weight in pounds and cube in cubic feet of conbined overpack or other
descri bed shipping configuration and attached pallet or skid. The cube is defined as the volune of space occupied by the unit under
consideration conputed by multiplying overall exterior length, wdth, and height.

(a) (1) (x) Nunmber of containers or pallets/skids per railcar:
Only conplete this if you have rail capability and the rail car may be fully utilized. Quantity of overpacks or other described shipping
configurations that will fit in a fully utilized railcar. Specify length in feet and type (flat, box, gondola, etc.) of railcar.

(a)(1)(xi) Nunber of containers or pallets/skids per trailer (nmandatory fill-in): Quantity of overpacks or other described shipping
configurations that will fit in a fully utilized trailer. Specify length in feet and type (flatbed, van, etc.) of trailer. For

i nport/export shipments in | SO seavan containers indicate quantity of overpacks or other described shipping configurations fully
utilizing the container. Specify length in feet of the |SQO seavan containers.

NOTE: Fully UWilized nmeans filling to full visible capacity.

* ok kK

F-9 52.247-65 F. O B. ORI G N--PREPAI D FREI GHT- - SMALL PACKAGE SHI PMENTS JAN 1991

(a) When authorized by the Contracting Oficer, f.o.b. origin freight shiprments which do not have a security classification shall
nove on prepaid commercial bills of |ading or other shipping documents to domestic destinations, including air and water term nals.
Wei ght of individual shipnments shall be governed by carrier restrictions but shall not exceed 150 pounds by any form of commercial air
or 1,000 pounds by other conmmercial carriers. The Governnment will reinburse the Contractor for reasonable freight charges.

(b) The Contractor shall annotate the commercial bill of lading as required by the clause of this contract entitled Conmerci al
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Bill of Lading Notations.

(c) The Contractor shall consolidate prepaid shipnents in accordance with procedures established by the cognizant transportation
office. The Contractor is authorized to conbine Governnent prepaid shipnments with the Contractor's comercial shipnents for delivery to
one or nore consignees and the Government will reinburse its pro rata share of the total freight costs. The Contractor shall provide a
copy of the commercial bill of lading pronmptly to each consignee. Quantities shall not be divided into nailable lots for the purpose of
avoi di ng novenent by other nodes of transportation.

(d) Transportation charges will be billed as a separate itemon the invoice for each shipnent made. A copy of the pertinent bill
of lading, shipnment receipt, or freight bill shall acconpany the invoice unless otherw se specified in the contract.

(e) Loss and damage clains will be processed by the Governnent.

[End of O ause]

F- 10 52. 242- 4009 ACCELERATED DELI VERY- - NOTI CE OF SHI PMENT FEB/ 1998
(TACOM

(a) You must send a notice of shipnment in accordance with FAR 52.242-12 REPORT OF SHI PMENT when:

-- You accelerate delivery, and
-- The accel erated delivery increment exceeds 20% of this contract's total delivery quantity.
(b) This clause doesn't relieve you of any other obligations or requirements of FAR 52.242-12, or of this contract. See the
specific delivery schedule clause in the Schedule of this contract (which may al so be given el sewhere in this Section F) to deternmine if

accel eration is acceptable and under what conditions.

[End of d ause]

F-11 52.247- 4005 SHI PMENT OF SUPPLI ES AND DETENTI ON OF CARRI ERS EQUI PMENT AUG 2003
(TACOV
(a) Unless otherw se directed, shipnment itenms under this contract in follow ng order of priority:
(1) Government Bill(s)/Comrercial of Lading or US Postal Services;
(2) Prepaid Commrercial Bill(s) of Lading with transportation charges entered as a separate itemon the invoice; or
(3) As otherw se instructed when the contract prohibits use of Government funds for transportation costs.
(b) The Contractor will request:

(1) Governnent Bills of Lading and

(2) Routing and other instructions, including Defense Transportation Regulation (DTR), DOD Regul ation 4500.9-R-Part 2 Cargo
Movenent, as to the methods of shipnent to be followed by the Contractor, or

(c) The Contractor and subcontractor(s) mnust allow pronpt and conveni ent access of carrier's equipment to | oading docks or platforms
where the contract itenms supplies will be |oaded. Any charges for detention of carrier's equi pnent shall be for the account of the

Contractor, except when the detention is required or caused by the Governnent.

[End of d ause]

F-12 52.247- 4017 DEPOT ADDRESS FOR THE APPLI CABLE MODE OF SHI PMENTS: | N- THE- CLEAR JAN 2001
(TACOV ADDRESSES
Rai | / M LSTRI P
Mot or Addr ess Rai | Mot or Par cel Post
SPLC* Code Ship To: Ship To: Mai | To:
206721/ We5GLU Transportation O ficer Transportation O ficer Transportation O ficer

209405 Def ense Di st Depot Def ense Di st Depot Def ense Di st Depot
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UTILITY TOOL AND BODY CO., INC

Susquehanna
New Cunber| and, PA

875670/ We2&RT Transportation O ficer
875675 XU Def Dist Depot
San Joaquin
25600 S Chrisman Rd
Rec Wse 10
Tracy, Ca 95376-5000
471995/ WB1GlZ Transportation O ficer
471996 Anni ston Arny Depot,
Bynum AL
209741/ W25GLR Transportation O ficer
209770 Letterkenny Army Depot,
Cul bertson, PA
661136/ WI5GL9 Transportation O ficer
661157 Red Ri ver Arny Depot,
Def ense, TX
764538/ Ws7G@23 Transportation O ficer
764535 Tooel e Arny Depot,

Warner, UT

***SPLC i ndicates Standard Point Locator Code.

NOTE: The following is applicable only when so specified in an individual

This requirement is a depot
requi sitions. Shipnment shall

repl eni shnent
be made,

buy,

New Cunberl| and Arny Depot
Red Ri ver Arny Depot
Shar pe Arny Depot

prior to shipnments to any other depots as may be designated.
be made equally to each of the designated destinations.

shipnents will

Susquehanna
New Cunber| and, PA

Transportation O ficer
XU Def Di st Depot

San Joaqui n

25600 S Chrisman Rd
Rec Whse 10

Tracy, Ca 95376-5000

Transportation O ficer
Anni ston Arny Depot,
Bynum AL

Transportation O ficer
Letterkenny Arny Depot,
Chanber shurg, PA

Transportation O ficer
Red River Arny Depot,
Texar kana, TX

Transportation O ficer
Tooel e Arny Depot,
Tooel e, UT

a portion of which is or may be required to fill
as specified,

to one or nore of:

[End of O ause]

When nore than one depot

Susquehanna
New Cunberl and, PA 17070-5001

Transportation O ficer

Di st Depot San Joaquin
P O Box 96001

Stockton, CA 95296-0130

Transportation O ficer
Anni ston Arny Depot,
Anni ston, AL 36201-5021

Transportation O ficer
Letterkenny Arny Depot,
Chanber sburg, PA 17201-4150

Transportation O ficer
Red River Arny Depot,
Texar kana, TX 75507-5000

Transportation O ficer
Tooel e Arny Depot,
Tooel e, UT 84074-5003

order or delivery increnent:

Di rect Support System (DSS)

i s designated for DSS shipnments,

priority
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SECTI ON G - CONTRACT ADM NI STRATI ON DATA

PRON JoB
LI NE AMB CDY GBLG ORDER ACCOUNTI NG OBLI GATED
| TEM M PR ACRN STAT ACCOUNTI NG CLASSI FI CATI ON NUMBER STATI ON AMOUNT
0001AA EH387153EH AA 2 97  X4930AC9D 6D 26KB S20113 Wb6HZV $ 110, 847. 48
060011
TOTAL $ 110, 847. 48
SERVI CE ACCOUNTI NG OBLI GATED
NAVE TOTAL BY ACRN ACCOUNTI NG CLASSI FI CATI ON STATI ON AMOUNT
Arny AA 97 X4930AC9D 6D 26KB S20113 W6HZV $ 110, 847. 48
TOTAL $ 110, 847. 48
Requl atory Cite Title Dat e
G1 52. 246- 4045 CRI TI CALI TY OF THE CONTRACT | TEM AUG 1994
( TACOW)

The contract itemhas critical application. Before we fornally accept the contract item you or we nust performspecific critical
inspections of the supplies as the quality assurance requirenents in the TDP (Techni cal Data Package) mandate. Reference DFARS
246.203(c).

[End of O ause]
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SECTI ON H - SPECI AL CONTRACT REQUI REMENTS

H1
H2
H3
H 4
H5

(a)

Regul atory Cite Title Dat e

52.232-16 PROGRESS PAYMENTS (ALTERNATE | dated Mar 2000) APR/ 2003
252.225-7013 DUTY- FREE ENTRY APR/ 2003
252. 231- 7000 SUPPLEMENTAL COST PRI NCI PLES DEC/ 1991
252.232-7004 DOD PROGRESS PAYMENT RATES OCT/ 2001
252. 246- 7000 MATERI AL | NSPECTI ON AND RECEI VI NG REPORT MAR/ 2003
252.225-7036 BUY AMERI CAN ACT- - NORTH AMERI CAN FREE TRADE AGREEMENT | MPLEMENTATI ON APR/ 2003

ACT- - BALANCE OF PAYMENTS PROGRAM

Definitions. As used in this clause-
(1) "Conponent" neans an article, material, or supply incorporated directly into an end product.
(2) "Donestic end product" neans-
(i) An unmanufactured end product that has been mined or produced in the United States; or
(ii) An end product manufactured in the United States if the cost of its qualifying country conponents and its
conponents that are mned, produced, or manufactured in the United States exceeds 50 percent of the cost of all
its conponents. The cost of conponents includes transportation costs to the place of incorporation into the end
product and U S. duty (whether or not a duty-free entry certificate is issued). Scrap generated, collected, and
prepared for processing in the United States is considered donestic. A conponent is considered to have been m ned,
produced, or nmanufactured in the United States (regardless of its source in fact) if the end product in which it
is incorporated is manufactured in the United States and the conponent is of a class or kind for which the
Governnent has determ ned that-
(A) Sufficient and reasonably avail able commercial quantities of a satisfactory quality are not m ned,
produced, or manufactured in the United States; or
(B) It is inconsistent with the public interest to apply the restrictions of the Buy Anerican Act.
(3) "End product” neans those articles, materials, and supplies to be acquired under this contract for public use.
(4) "Foreign end product"” nmeans an end product other than a domestic end product.
(5) "North American Free Trade Agreenment (NAFTA) country" neans Canada or Mexi co.
(6) "NAFTA country end product” neans an article that-
(i) I's wholly the growth, product, or manufacture of a NAFTA country; or
(ii) In the case of an article that consists in whole or in part of materials from another
country or instrumentality, has been substantially transformed in a NAFTA country into a new and different article of
commerce with a name, character, or use distinct fromthat of the article or articles fromwhich it was transforned.
The termrefers to a product offered for purchase under a supply contract, but for purposes of calculating the value
of the end product includes services (except transportation services) incidental to its supply, provided that the
val ue of those incidental services does not exceed the value of the product itself.
(7) "Qualifying country" neans any country set forth in subsection 225.872-1 of the Defense Federal Acquisition
Regul ati on Suppl enent .
(8) "Qualifying country conponent” neans a conponent mined, produced, or manufactured in a qualifying country.
(9) "Qualifying country end product” neans-
(i) An unmanufactured end product mned or produced in a qualifying country; or
(ii) An end product manufactured in a qualifying country if the cost of the follow ng types of conponents exceeds
50 percent of the cost of all its conponents:
(A) Conponents mined, produced, or manufactured in a qualifying country.
(B) Conponents mined, produced, or manufactured in the United States.
(C) Conponents of foreign origin of a class or kind for which the Governnment has determ ned that
sufficient and reasonably avail able commercial quantities of a satisfactory quality are not m ned,
produced, or manufactured in the United States.
(10) "United States" neans the United States, its possessions, Puerto Rico, and any other place subject toits
jurisdiction, but does not include | eased bases or trust territories.
(b) This clause inplenments the Buy American Act (41 U S.C. Section 10a-d), the Bal ance of Payments Program and the North
American Free Trade Agreenent |nplenentation Act of 1993 (19 U S.C. 3301 note). Unless otherw se specified, this clause applies
to all itens in the Schedul e.
(c) The Contractor shall deliver under this contract only donmestic end products unless, in its offer, it specified delivery of
qual i fying country, NAFTA country, or other foreign end products in the Buy American Act--North Anerican Free Trade Agreenent
I npl enentati on Act--Bal ance of Paynments Program Certificate provision of the solicitation. If the Contractor certified inits
offer that it will deliver a qualifying country end product or a NAFTA country end product, the Contractor shall deliver a
qual i fying country end product, a NAFTA country end product, or, at the Contractor's option, a donestic end product.
(d) The contract price does not include duty for end products or conponents for which the Contractor will claimduty-free
entry.
(End of clause)
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H7 52. 204- 4005 REQUI RED USE OF ELECTRONI C CONTRACTI NG DEC/ 2002
(TACOM

(a) Al contract awards, nodifications and delivery orders issued by TACOMwi || be issued electronically. The contractor has the
option to receive these actions either via the Wrldw de Wb (WWY or Electronic Data Interchange (EDI). Many provisions and cl auses
appear "by reference,” nmeaning only clause titles and regulation site are listed; their full texts can be found at the website
http://farsite. hill.af.ml/

(b) In order to be eligible to receive an award under this solicitation, the successful offeror nust be registered with the
Departnent of Defense (DOD) Central Contractor Registration (CCR). The CCR registration process nay be done electronically at the Wrld
W de Web (WMWY site: http://ww.ccr.gov/ . (In order to be registered to use EDI, you nust use the long formfor registration.
Certification information, including information on the EDI 838 TPP, nust be furnished to the Contracting Officer within 60 cal endar
days after contract award to conplete networking requirements within the Governnent.)

(c) Worldw de Web Distribution. The contractor will receive an electronic Notice of the Award, Modification, or Delivery Oder
via e-mail. |If you choose the WAV option, you nust downl oad the file fromthe appropriate TACOM webpage:

Warren: http://contracting.tacomarny.ml/awards_official.htm

Rock Island: http://aais.ria.arny.ml/AA S/ AWDI NFQ i ndex. ht m

Pi catinny: http://procnet.pica.arny.ml/Contracts/Index. htm

Red River Arny Depot: http://ww.redriver.army.ml/contracting/ Awards
Anni ston Arny Depot: http://ww. anadprocnet. arny. nil

(d) Electronic Data Interchange. |f you choose to receive contract awards, nodifications and delivery orders through EDI, they
will be delivered electronically via the Federal Acquisition Network (FACNET). Federal Standard Version 3050 of Standard X12 fromthe
American National Standards Institute (ANSI) will be used as the format for these el ectronic transactions.

(1) You must conplete the EDI 838 Trading Partner Profile, and nust agree (i) to subcontract with a DoD certified VAN or
Val ue Added Service (VAS) provider, or (ii) to becone DoD certified as a Val ue Added Network (VAN). The EDI 838 Training Partner
Profile is contained in the basic CCR registration formand includes portions of the registration formwhich are titled "Optional".
(2) You nust select a VAN fromthe official DoD approved |ist. DoD Certified VANs are |isted at
http://ww. acq.osd. m|/ec/ecip/index.htm. |If your VAN is later renpved fromthe official list, or if you voluntarily drop your
initially selected VAN, then you nust switch to a VAN that remains on the official DoD approved list. You nust maintain an active

account on a DoD approved VAN for the entire duration of the contract, beginning no later than the 60th day after award.

(e) Unless otherw se specified elsewhere in the contract, all data items you are required to provide under this contract nust be
subnmitted electronically. Acceptable formats include:

(1) Mecrosoft* 97 Ofice Products (TACOM can currently read OFFI CE 97* and lower.): Wrd, Excel, Powerpoint, or Access
(2) 100 OR 250 MEGABYTE ZI P*-DI SK, 3 1/2 INCH DI SK, OR 650 MEGABYTE CD ROM
(3) E-MAIL (Maxi mum size of each e-nmil nmessage is be three and one-half (3.5) negabytes).
(4) Oher electronic formats. Before submtting your data in any other electronic format, please e-mail the buyer
identified on the face of the contract, with e-mail copy-furnished to ansta-idg@acomarmny.nil, to obtain a decision as to the format's

acceptability. This e-mail nust be received by the buyer not later than ten cal endar days before the required data subm ssion date.

NOTE: The above formats may be subnmitted in conpressed formusing self-extracting files.

(f) Additional information can be obtained by sending a nmessage to: acqcenweb@acomarny.ml or by calling (586) 574-7059.
[End of d ause]

H-8 52. 246- 4026 LOCAL ADDRESSES FOR DD FORM 250 MAR/ 2002
(TACOM

(a) The contractor nust provide a copy of each Material Inspection and Receiving Report (DD 250) pertaining to this contract, to the
addresses given below, using either of the follow ng methods:
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(1) CQur first preference is for you to use electronic nail (e-mail), using the followi ng e-nail address:
DD250@ acom army. mi |

(2) Qur second preference is for you to use data facsimle (datafax) transm ssion, using this fax nunber:
(586) 574-7552 and use "DD250 mail box" in the "to:" block of your fax cover or header sheet.

In either method, do not m x DD250s from nore than one contract in a single transmmssion. That is, you may submit nultiple DD250s in a
single transm ssion, but they nmust all be against the sane contract.

(b) These copies neet the requirenments for the Purchasing O fice copy and the Army Inventory Control Manager copy listed in tables
1 and 2 of DFARS Appendi x F.

(c) The DD250 formmay be found, in three different formats, on the Wrld Wde Wb at http://webl. whs. osd. m|/icdhone/ DD-0999. ht m

[End of O ause]
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UTILITY TOOL AND BODY CO., INC

SECTI ON |

CONTRACT CLAUSES

Thi s contract

Upon request,
electronically at this address:

-1
-2
1-3
1-4
-5
1-6

-7
1-8
1-9
1-10

1-11
1-12
1-13
1-14
1-15
1-16
1-17
1-18
1-19
1-20
1-21
1-22

1-23
1-24

I-25
1-26
I-27
I-28
1-29
1-30
1-31
1-32
1-33
1-34
1-35
1-36
1-37
1-38
1-39
I-40
1-41
1-42
1-43
I-44
I-45
I-46
I-47
I-48
I-49

1-50

i ncorporates one or nore clauses by reference, with the same force and effect as if they were given in full
the Contracting Officer will make their full text available. Also, the full text of a clause nay be accessed

http://farsite. hill.af.ml/

[End of d ause]

Requl atory Cite Title Dat e
52.202-1 DEFI NI TI ONS DEC/ 2001
52.203-3 GRATUI TI ES APR/ 1984
52.203-5 COVENANT AGAI NST CONTI NGENT FEES APR/ 1984
52.203-6 RESTRI CTI ONS ON SUBCONTRACTOR SALES TO THE GOVERNVENT JUL/ 1995
52.203-7 ANTI - KI CKBACK PROCEDURES JUL/ 1995
52.203-8 CANCELLATI ON, RESCI SSI ON AND RECOVERY OF FUNDS FOR | LLEGAL OR JAN 1997
| MPROPER ACTI VI TY
52.203- 10 PRI CE OR FEE ADJUSTMENT FOR | LLEGAL OR | MPROPER ACTI VI TY JAN 1997
52.203-12 LI M TATI ON ON PAYMENTS TO | NFLUENCE CERTAI N FEDERAL TRANSACTI ONS JUN 2003
52.204-4 PRI NTI NG COPYI NG DOUBLE- SI DED ON RECYCLED PAPER AUG 2000
52.209-6 PROTECTI NG THE GOVERNMENT' S | NTEREST WHEN SUBCONTRACTI NG W TH JUL/ 1995
CONTRACTORS DEBARRED, SUSPENDED, OR PROPOSED FOR DEBARMENT
52.211-5 MATERI AL REQUI REMENTS AUG 2000
52.211-15 DEFENSE PRI ORI TY AND ALLOCATI ON REQUI REMENTS SEP/ 1990
52.215-2 AUDI T AND RECORDS - NEGOTI ATI ONS JUN 1999
52.215-8 ORDER OF PRECEDENCE- - UNI FORM CONTRACT FORVAT OCT/ 1997
52.219-8 UTI LI ZATI ON OF SMALL BUSI NESS CONCERNS OCT/ 2000
52.222-1 NOTI CE TO THE GOVERNMENT OF LABOR DI SPUTES FEB/ 1997
52.222-4 CONTRACT WORK HOURS AND SAFETY STANDARDS ACT- - OVERTI ME COVPENSATI ON SEP/ 2000
52.222-19 CHI LD LABOR- - COOPERATI ON W TH AUTHORI TI ES AND REMEDI ES SEP/ 2002
52.222-20 WALSH- HEALEY PUBLI C CONTRACTS ACT DEC/ 1996
52.222-21 PRCHI Bl TI ON OF SEGREGATED FACI LI TI ES FEB/ 1999
52.222-26 EQUAL OPPORTUNI TY APR/ 2002
52.222-35 AFFI RVATI VE ACTI ON FOR DI SABLED VETERANS AND VETERANS OF THE VI ETNAM DEC/ 2001
ERA
52.222- 36 AFFI RVATI VE ACTI ON FOR WORKERS W TH DI SABI LI TI ES JUN 1998
52.222-37 EMPLOYMENT REPCORTS ON SPECI AL DI SABLED VETERANS, VETERANS OF THE DEC/ 2001
VI ETNAM ERA, AND OTHER ELI G BLE VETERANS
52.223-6 DRUG FREE WORKPLACE MAY/ 2001
52.223-14 TOXI C CHEM CAL RELEASE REPORTI NG AUG 2003
52.225-13 RESTRI CTI ONS ON CERTAI N FORElI GN PURCHASES JUN 2003
52.227-1 AUTHORI ZATI ON AND CONSENT JUL/ 1995
52.227-2 NOTI CE AND ASSI| STANCE REGARDI NG PATENT AND COPYRI GHT | NFRI NGEMENT AUG 1996
52.229-3 FEDERAL, STATE, AND LOCAL TAXES APR/ 2003
52.232-1 PAYMENTS APR/ 1984
52.232-8 DI SCOUNTS FOR PROVPT PAYMENT FEB/ 2002
52.232-11 EXTRAS APR/ 1984
52.232-17 | NTEREST JUN 1996
52.232-23 ASSI GNMENT OF CLAI M5 JAN 1986
52.232-25 PROVPT PAYMENT FEB/ 2002
52.232-33 PAYMENT BY ELECTRONI C FUNDS TRANSFER- - CENTRAL CONTRACTOR REG STRATI ON OCT/ 2003
52.233-1 DI SPUTES JUL/ 2002
52.233-3 PROTEST AFTER AWARD AUG 1996
52.242-12 REPORT OF SHI PMENT ( REPSHI P) JUN 2003
52.242-13 BANKRUPTCY JUL/ 1995
52.243-1 CHANGES- - FI XED- PRI CE AUG 1987
52.246- 23 LI M TATI ON OF LI ABILITY FEB/ 1997
52.248-1 VALUE ENG NEERI NG FEB/ 2000
52.249-2 TERM NATI ON FOR CONVENI ENCE OF THE GOVERNMENT ( FI XED- PRI CE) SEP/ 1996
52.249-8 DEFAULT (FI XED- PRI CE SUPPLY AND SERVI CE) APR/ 1984
52.253-1 COVWUTER GENERATED FORMS JAN 1991
252.204- 7003 CONTROL OF GOVERNMENT PERSONNEL WORK PRODUCT APR/ 1992
252. 209- 7000 ACQUI SI TI ON FROM SUBCONTRACTORS SUBJECT TO ON- SI TE | NSPECTI ON UNDER NOV/ 1995
THE | NTERMEDI ATE- RANGE NUCLEAR FORCES (I NF) TREATY
252. 209- 7004 SUBCONTRACTI NG W TH FI RMS THAT ARE OWNED OR CONTROLLED BY THE MAR/ 1998

text.
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Regul atory Cite Title Dat e
GOVERNMVENT OF A TERRORI ST COUNTRY per DoD interimrule, Federal
Regi ster 27 Mar 98

1-51 252. 211- 7005 SUBSTI TUTI ONS FOR M LI TARY OR FEDERAL SPECI FI CATI ONS AND STANDARDS FEB/ 2003
1-52 252. 215- 7000 PRI CI NG ADJUSTMENTS DEC/ 1991
|-53 252. 225- 7012 PREFERENCE FOR CERTAI N DOVESTI C COMMODI TI ES FEB/ 2003
|-54 252. 225- 7014 PREFERENCE FOR DOMESTI C SPECI ALTY METALS APR/ 2003
|-55 252. 225- 7016 RESTRI CTI ON ON ACQUI SI TI ON OF BALL AND ROLLER BEARI NGS APR/ 2003
|-56 252. 225- 7025 RESTRI CTI ON ON ACQUI SI TI ON OF FORG NGS APR/ 2003
1-57 252. 225- 7031 SECONDARY ARAB BOYCOTT OF | SRAEL APR/ 2003
|-58 252. 226- 7001 UTI LI ZATI ON OF | NDI AN ORGANI ZATI ONS AND | NDI AN- OANED ECONOM C SEP/ 2001
ENTERPRI SES
1-59 252. 242- 7003 APPLI CATI ON FOR U.S. GOVERNVENT SHI PPI NG DOCUVENTATI ON/ | NSTRUCTI ONS DEC/ 1991
I-60 252. 243- 7001 PRI CI NG OF CONTRACT MODI FI CATI ONS DEC/ 1991
1-61 252. 243- 7002 REQUESTS FOR EQUI TABLE ADJUSTMENT MAR/ 1998
1-62 252. 244- 7000 SUBCONTRACTS FOR COMMERCI AL | TEMS AND COMVERCI AL COVPONENTS ( DoD MAR/ 2000
CONTRACTS)
1-63 52.219-4 NOTI CE OF PRI CE EVALUATI ON FOR HUBZONE SMALL BUSI NESS CONCERNS JAN 1999

(a) Definition. HUBZone smal |l business concern, as used in this clause, neans a small business concern that appears on the List of
Qual i fied HUBZone Snul| Business Concerns maintained by the Snall Business Administration.

(b) Eval uation preference.
(1) Ofers will be evaluated by adding a factor of 10 percent to the price of all offers, except-
(i) Ofers from HUBZone snall business concerns that have not waived the eval uation preference;
(ii) G herw se successful offers fromsmall business concerns;

(iii) Oherw se successful offers of eligible products under the Trade Agreements Act when the dollar threshold for
application of the Act is exceeded (see 25.402 of the Federal Acquisition Regulation (FAR)); and

(iv) Cherw se successful offers where application of the factor would be inconsistent with a Menorandum of Under st andi ng
or other international agreement with a foreign governnent.

(2) The factor of 10 percent shall be applied on a line itembasis or to any group of items on which award may be nade. O her
eval uation factors described in the solicitation shall be applied before application of the factor.

(3) A concern that is both a HUBZone snall business concern and a snall di sadvantaged business concern will receive the
benefit of both the HUBZone small business price evaluation preference and the small disadvantaged business price eval uation adj ust nent
(see FAR cl ause 52.219-23). Each applicable price evaluation preference or adjustnment shall be cal cul ated i ndependently agai nst an
offeror's base offer. These individual preference anounts shall be added together to arrive at the total evaluated price for that offer.

(c) Waiver of evaluation preference. A HUBZone snull| business concern may el ect to waive the evaluation preference, in which case
the factor will be added to its offer for evaluation purposes. The agreements in paragraph (d) of this clause do not apply if the
of feror has waived the eval uation preference.
[ ] Ofer elects to waive the evaluation preference.

(d) Agreement. A HUBZone smal| business concern agrees that in the perfornmance of the contract, in the case of a contract for

(1) Services (except construction), at |east 50 percent of the cost of personnel for contract performance will be spent for
enpl oyees of the concern or enployees of other HUBZone snal| business concerns;

(2) Supplies (other than procurenment from a nonmanufacturer of such supplies), at |east 50 percent of the cost of
manuf acturing, excluding the cost of materials, will be perfornmed by the concern or other HUBZone smal| business concerns;

(3) General construction, at |least 15 percent of the cost of the contract performance incurred for personnel will be spent on
the concern's enployees or the enpl oyees of other HUBZone smal| business concerns; or

(4) Construction by special trade contractors, at |least 25 percent of the cost of the contract performance incurred for
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personnel will be spent on the concern's enployees or the enployees of other HUBZone snall business concerns.

(e) A HUBZone joint venture agrees that in the performance of the contract, the applicable percentage specified in paragraph (d) of
this clause will be performed by the HUBZone snall business participant or participants;

(f) A HUBZone smal | business concern nonmanufacturer agrees to furnish in performng this contract only end itenms nanufactured or
produced by HUBZone smal | business manufacturer concerns. This paragraph does not apply in connection with construction or service

contracts.

[End of d ause]

| -64 52.223-11 QZONE- DEPLETI NG SUBSTANCES MAY/ 2001

(a) Definition. Ozone-depleting substance, as used in this clause, neans any substance the Evironnmental Protection Agency
designates in 40 CFR part 82 as--

(1) dass I, including, but not limted to, chlorofluorocarbons, halons, carbon tetrachloride, and nethyl chloroform or
(2) CGass Il, including but not limted to, hydrochl orofl uorocarbons.
(b) The Contractor shall |abel products which contain or are nanufactured with ozone-depleting substances in the manner and to the

extent required by 42 U S. C. 7671j(b), (c), and (d) and 40 CFR Part 82, Subpart E, as follows:

WARNI NG Contains (or nanufactured with, if applicable) * , a substance(s)
whi ch harn{s) public health and environnent by destroying ozone in the upper atnosphere.

*The Contractor shall insert the name of the substance(s).

[End of d ause]

I-65 52.252-6 AUTHORI ZED DEVI ATI ONS | N CLAUSES APR/ 1984

(a) The use in this solicitation or contract of any Federal Acquisition Regulation (48 CFR Chapter 1) clause with an authorized
deviation is indicated by the addition of (DEVIATION) after the date of the clause.

(b) The use in this solicitation or contract of any DoD FAR Suppl ement (DFARS) (48 CFR 2) clause with an authorized deviation is
indicated by the addition of (DEVIATION) after the name of the regul ation.

[End of O ause]

1-66 252. 204- 7004 REQUI RED CENTRAL CONTRACTOR REG STRATI ON NOV/ 2001
(a) Definitions. As used in this clause--

(1) Central Contractor Registration (CCR) database neans the primary DoD repository for contractor information required for
the conduct of business with DoD.

(2) Data Universal Nunbering System (DUNS) nunber neans the 9-digit nunmber assigned by Dun and Bradstreet Information Services
to identify unique business entities.

(3) Data Universal Nunbering System +4 (DUNS+4) nunber neans the DUNS nunber assigned by Dun and Bradstreet plus a 4-digit
suffix that may be assigned by a parent (controlling) business concern. This 4-digit suffix may be assigned at the discretion of the
parent business concern for such purposes as identifying subunits or affiliates of the parent business concern.

(4) Registered in the CCR database neans that all nandatory information, including the DUNS nunber or the DUNS+4 nunber, if
applicable, and the corresponding Commercial and Government Entity (CAGE) code, is in the CCR database; the DUNS nunmber and the CAGE
code have been validated; and all edits have been successfully conpleted.

(b)

(1) By submission of an offer, the offeror acknow edges the requirenent that a prospective awardee nust be registered in the
CCR dat abase prior to award, during performance, and through final payment of any contract resulting fromthis solicitation, except for
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awards to foreign vendors for work to be performed outside the United States.

(2) The offeror shall provide its DUNS or, if applicable, its DUNS+4 nunber with its offer, which will be used by the
Contracting Officer to verify that the offeror is registered in the CCR database.

(3) Lack of registration in the CCR database will nmake an offeror ineligible for award.

(4) DoD has established a goal of registering an applicant in the CCR database within 48 hours after receipt of a conplete
and accurate application via the Internet. However, registration of an applicant submtting an application through a nethod other than
the Internet may take up to 30 days. Therefore, offerors that are not registered should consider applying for registration i nediately
upon receipt of this solicitation.

(c) The Contractor is responsible for the accuracy and conpl eteness of the data within the CCR, and for any liability resulting
fromthe CGovernnment's reliance on inaccurate or inconplete data. To remain registered in the CCR database after the initial
registration, the Contractor is required to confirmon an annual basis that its information in the CCR database is accurate and

conpl ete.

(d) Oferors and contractors may obtain information on registration and annual confirmation requirements by calling 1-888-227-2423,
or via the Internet at http://ww.ccr.gov.

[End of d ause]

1-67 252. 247-7023 TRANSPORTATI ON OF SUPPLI ES BY SEA MAY/ 2002
(a) Definitions. As used in this clause--

(1) Conponents neans articles, materials, and supplies incorporated directly into end products at any |evel of manufacture,
fabrication, or assenbly by the Contractor or any subcontractor.

(2) Departnent of Defense (DoD) neans the Arny, Navy, Air Force, Marine Corps, and defense agencies.

(3) _Foreign flag vessel neans any vessel that is not a U S. -flag vessel.

(4) Ccean transportation nmeans any transportation aboard a ship, vessel, boat, barge, or ferry through international waters.

(5) Subcontractor nmeans a supplier, material nman, distributor, or vendor at any |evel below the prine contractor whose
contractual obligation to performresults from or is conditioned upon, award of the prime contract and who is performing any part of
the work or other requirement of the prine contract. However, effective May 1, 1996, the term does not include a supplier, naterial man,
distributor, or vendor of commercial itenms or commercial conponents.

(6) Supplies neans all property, except land and interests in land, that is clearly identifiable for eventual use by or owned
by the DoD at the tine of transportation by sea.

(i) Anitemis clearly identifiable for eventual use by the DoDif, for exanple, the contract docunentation contains a
reference to a DoD contract nunber or a mlitary destination.

(ii) Supplies includes (but is not limted to) public works; buildings and facilities; ships; floating equi pnent and
vessel s of every character, type, and description, with parts, subassenblies, accessories, and equi pnent; nachine tools; material;

equi pment; stores of all kinds; end items; construction materials; and conponents of the foregoing.

(7) U.S.-flag vessel neans a vessel of the United States or belonging to the United States, including any vessel registered or
havi ng national status under the laws of the United States.

(b)
(1) The Contractor shall use U S.-flag vessels when transporting any supplies by sea under this contract.
(2) A subcontractor transporting supplies by sea under this contract shall use U S.-flag vessels if-
(i) This contract is a construction contract; or
(ii) The supplies being transported are-

(A) Noncommercial items; or
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(B) Commercial items that-
(1) The Contractor is reselling or distributing to the Governnent without adding value (generally,
the Contractor does not add value to itenms that it subcontracts for f.o.b. destination

shi pnent ) ;

(2) Are shipped in direct support of U S mlitary contingency operations, exercises, or forces
depl oyed in hunenitarian or peacekeepi ng operations; or

(3) Are conmissary or exchange cargoes transported outside of the Defense Transportati on System
in accordance with 10 U S.C. 2643.

(c) The Contractor and its subcontractors may request that the Contracting O ficer authorize shipnent in foreign-flag vessels, or
designate available U S. -flag vessels, if the Contractor or a subcontractor believes that--

(1) U S -flag vessels are not available for tinmely shipnent;

(2) The freight charges are inordinately excessive or unreasonable; or

(3) Freight charges are higher than charges to private persons for transportation of |ike goods.

(d) The Contractor mnust submit any request for use of other than U S.-flag vessels in witing to the Contracting O ficer at |east

45 days prior to the sailing date necessary to neet its delivery schedules. The Contracting O ficer will process requests submtted
after such date(s) as expeditiously as possible, but the Contracting Officer's failure to grant approvals to neet the shipper's sailing
date will not of itself constitute a conpensable delay under this or any other clause of this contract. Requests shall contain at a
m ni num -

(1) Type, weight, and cube of cargo;

(2) Required shipping date;

(3) Special handling and discharge requirenents;

(4) Loading and di scharge points;

(5) Nanme of shipper and consignee;

(6) Prine contract nunber; and

(7) A docunented description of efforts made to secure U S.-flag vessels, including points of contact (w th names and

t el ephone nunmbers) with at least two U S.-flag carriers contacted. Copies of telephone notes, telegraphic and facsimle nmessage or
letters will be sufficient for this purpose.

(e) The Contractor shall, within 30 days after each shipnent covered by this clause, provide the Contracting O ficer and the
Di vi sion of National Cargo, O fice of Market Devel opnent, Maritine Administration, U S. Departnent of Transportation, Washington, DC
20590, one copy of the rated on board vessel operating carrier's ocean bill of lading, which shall contain the follow ng information--

(1) Prime contract nunber;

(2) Nanme of vessel;

(3) Vessel flag of registry;

(4) Date of |oading;

(5) Port of |oading;

(6) Port of final discharge;

(7) Description of comodity;

(8) Gross weight in pounds and cubic feet if available;

(9) Total ocean freight in U S dollars; and
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(10) Name of the steanship conpany.

(f) The Contractor shall provide with its final invoice under this contract a representation that to the best of its know edge and
bel i ef - -

(1) No ocean transportation was used in the perfornmance of this contract;
(2) Ccean transportation was used and only U S.-flag vessels were used for all ocean shipnments under the contract;

(3) Ccean transportation was used, and the Contractor had the witten consent of the Contracting Officer for all non-U S -flag
ocean transportation; or

(4) Ccean transportation was used and sonme or all of the shipnments were made on non-U. S.-flag vessels without the witten
consent of the Contracting Officer. The Contractor shall describe these shipments in the follow ng fornat:

| TEM CONTRACT
DESCRI PTI ON LI NE | TEMS QUANTI TY TOTAL

(g) If the final invoice does not include the required representation, the Government will reject and return it to the Contractor
as an inproper invoice for the purposes of the Pronpt Payment clause of this contract. |In the event there has been unauthorized use of
non-U. S.-flag vessels in the performance of this contract, the Contracting Officer is entitled to equitably adjust the contract, based
on the unauthorized use.

(h) I'n the award of subcontracts for the types of supplies described in paragraph (b)(2) of this clause, the Contractor shall flow
down the requirements of this clause as follows:
(1) The Contractor shall insert the substance of this clause, including this paragraph (h) in all subcontracts that
exceed the sinplified acquisition threshold in Part 2 of the Federal Acquisition Regulation.

(2) The Contractor shall insert the substance of paragraphs (a) through (e) of this clause, and this paragraph (h), in
subcontracts that are at or below the sinplified acquisition threshold in Part 2 of the Federal Acquisition Regul ation.

[End of d ause]

I-68 52. 204- 4009 MANDATORY USE OF CONTRACTOR TO GOVERNMVENT ELECTRONI C COVMUNI CATI ON JUN 1999
(TACOM

(a) Al references in the contract to the submission of witten docunentation shall mean electronic submssion. Al electronic
submni ssions shall be in the formats and nedia described in the "Electronic Quotations/Ofers/Bids Required in Response to this Request
for Quotations/Proposal s/Bids" clause el sewhere in this document. (See Section K for conmercial acquisitions, Section L for RFPs, and
Section | for RFQ(s.)

(b) This shall include all witten unclassified communications between the Governnment and the Contractor except contract awards
and contract nodifications which shall be posted on the internet. Return receipt shall be used if a cormercial application is avail able.
Classified information shall be handled in full accordance with the appropriate security requirenents.

(c) In order to be contractually binding, all Government communications requiring a Contracting O ficer signature nust be sent
fromthe Contracting Officer's e-mail address. The Contractor shall designate the personnel with signature authority who can

contractual ly bind the contractor. All binding contractor conmunication shall be sent fromthis contractor e-nmil address(es).

(d) Upon award, the Contractor shall provide the Contracting Officer with a |list of e-mail addresses for all admnistrative and
techni cal personnel assigned to this contract.

(e) Unless exenpted by the Procuring Contracting Officer in witing, all unclassified witten conmmunication after contract award
shall be transmtted el ectronically.

[End of O ause]

I-69 52. 247- 4010 TRANSPORTATI ON DATA FOR FOB ORI Gl N OFFERS FEB/ 1994
(TACOM

(a) Provide the following information for us to use in selecting the nost favorable node of shipment. W'l also use this
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information in our evaluation of transportation costs.

O feror represents that:

(1) Facilities for shipping by rail

[ 1 are
[ 1 are not

available at the F.O.B. point(s) stated in this solicitation.

(2) If rail facilities are not available at the F.O B. point(s), the name and |ocation of the nearest teamtrack is:

( NAME) ( LOCATI ON)
(3) Facilities for shipping by water

[ 1 are
[ 1 are not

available at the F.O.B. point(s) stated in this solicitation.
(4) Facilities for shipping by notor

[ 1 are
[ ] are not

available at the F.O B. point(s) stated in this solicitation.

(5) If there is a Contractor Reinbursable Loading Charge and you didn't include it in the offered unit price in Section B,
please indicate it below, per unit:

RAI L: / Uni t MOTOR: / Uni t WATER: / Uni t

CAUTION. G VE THE COST OF REI MBURSABLE LOADI NG CHARGE (NOT ALREADY IN THE OFFERED UNIT PRICE) ON A PER UNIT BASIS. THE UNIT
OF MEASURE |'S AS | NDI CATED ON THE SCHEDULE PAGE, SECTION B, UNDER THE UNI T COLUWN.

(b) We will consider any charge |isted above in the overall transportation evaluation of this solicitation. Unless you fill-in
the above infornmation for |oading charges, we will consider all costs associated with loading to be included in the itemprice offered
in Section B. These costs include: (i) loading, (ii) blocking, (iii) bracing, (iv) drayage, (v) swtching, or (vi) any other
service necessary to effect delivery F.O B. carrier's equipnent you've indicated as available and we specify at tinme of shipnent.

(c) If rail facilities aren't available at the designated F.O B. point(s), rail won't be used unless directed by the
Admi nistrative Contracting Officer (ACO. |If the ACOtells you rail facilities will be used, we'll adjust the contract price by adding

the loading charge filled in above for transportation to the nearest rail facility.

(d) IF YOU DO NOT FILL IN AN ADDI TI ONAL CHARGE FOR RAI'L SHI PMENT ABOVE, YOU AGREE THAT THE CONTRACT PRI CE ALREADY | NCLUDES ALL
CHARGES FOR SUCH SHI PMENTS. THEREFORE, SHI PMENT BY RAIL WLL NOT COST US ANY MORE.

[ End of Provision]

1-70 52.247- 4011 FOB PO NT SEP/ 1978

Delivery on F.OB. origin offers will be F.OB. Carrier's equipnent, wharf, or freight station, at the Governnent's option, at or
near:

(1) Contractor's Plant:

Cintonville W 54929 Waupaca

(2) Subcontractor's Plant:

(CGity) (State) (ZI P) (County)

[End of Provision]
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SECTION J - LIST OF ATTACHVENTS

Li st of Nunber
Addenda Title Dat e of Pages Transmitted By

Exhibit A TDP | S COWPETI TI VE
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